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    Low Pressure Hoses
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GENERAL NOTE: Please contact RBV Energy for any special material, pressure or dimensional requirements 
including hose design analysis.

7b.1

visit www.rbvenergy.com for more info

Section 7b. Low Pressure Hoses

RBV Energy supply Low Pressure Hoses designed and constructed in accordance with manufacturers standards for use in the following pressure 
ratings and services:

PRESSURE RATINGS
MAX. WORKING PRESSURE 150 PSI 250 PSI 300 PSI

MIN. BURST PRESSURE 600 PSI 1,000 PSI 1,200 PSI

TYPICAL SERVICES

AIR

BARITE/BENTONITE

BULK MATERIALS

CEMENT POWDER

CHEMICAL

DIESEL

LOW PRESSURE MUD

NITROGEN

POTABLE WATER

SEAWATER

STEAM/HOT WATER

UTILITY WATER

TYPICAL SERVICES

INFORMATION REQUIRED FOR ORDERING:

INTERNAL DIAMETER

HARDWALL or SOFTWALL

LENGTH

SERVICE MEDIA

WORKING PRESSURE

TEMPERATURE LIMITS (LOWER & UPPER)

END CONNECTIONS-e.g. HAMMER LUG UNION, ANSI B16.5 FLANGE

END CONNECTION MATERIALS 

QUANTITY

SPECIAL ITEMS

HOSE LIFTERS

WEAK LINK

DRY BREAK LINK COUPLINGS

REELS/STORAGE SYSTEMS DEPLOYMENT

INFORMATION REQUIRED FOR ORDERING
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7b.2

Section 7b. Low Pressure Hoses

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

HOSE CONSTRUCTION

CORE
NBR, black, smooth, electrically conductive

REINFORCEMENT
Textile, braided up to 2 inch, hose wrapped if
larger.

ADDITIONAL HARD WALL
Zinc plated, steel wire

COVER
CR, black, smooth, electrically conductive,
abrasion resistant, oil and weather resistant
cloth impression.

TEMPERATURE RANGE
-30 Deg C to + 100 Deg C

COLOUR
Cover - Black
Stripe - Red
Print - White

Table 7b.1 Low Pressure Mud Hose

SOFTWALL

50.8 2.000 64.8 10 150 40 600 550 2.0

76.2 3.000 91.2 10 150 40 600 800 3.0

101.6 4.000 117.6 10 150 40 600 1100 5.5

127.0 5.000 145.0 10 150 40 600 1300 7.0

152.4 6.000 174.4 10 150 40 600 1600 8.0

HARDWALL

38.1 1.500 51.0 16 250 64 1000 400 1.6

50.8 2.000 64.8 16 250 64 1000 550 2.4

76.2 3.000 91.2 16 250 64 1000 800 4.0

101.6 4.000 119.6 16 250 64 1000 1100 6.5

127.0 5.000 149.0 16 250 64 1000 1300 8.0

152.4 6.000 174.4 16 250 64 1000 1600 9.3

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

visit www.rbvenergy.com for more info
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7b.3

visit www.rbvenergy.com for more info

Section 7b. Low Pressure Hoses

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

HOSE CONSTRUCTION

CORE
Blend of NR/SBR/BR, black, smooth, abrasion
resistant.

REINFORCEMENT
Textile, braided up to 2 inch, hose wrapped if
larger.

ADDITIONAL HARD WALL
Zinc plated steel wire helix.

COVER
CR, black, smooth, electrically conductive,
abrasion resistant, oil and weather resistant 
cloth impression.

TEMPERATURE RANGE
-30 Deg C to + 70 Deg C

COLOUR
Cover - Black
Stripe - Yellow
Print - Black

Table 7b.2 Bulk Material Hose

SOFTWALL

101.6 4.000 123.6 10 150 40 600 1200 5.5

127.0 5.000 151.0 10 150 40 600 1400 7.0

152.4 6.000 180.4 10 150 40 600 1700 8.0

HARDWALL

101.6 4.000 125.6 16 250 64 1000 1200 6.5

127.0 5.000 155.0 16 250 64 1000 1400 8.0

152.4 6.000 180.4 16 250 64 1000 1700 9.3

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar
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GENERAL NOTE: Safety Factor = Working Pressure x 4.0
7b.4

Section 7b. Low Pressure Hoses

HOSE CONSTRUCTION

CORE
NR, white, smooth, food quality.

REINFORCEMENT
Textile, braided up to 2 inch, hose wrapped if
larger.

ADDITIONAL HARD WALL
Zinc plated steel wire helix.

COVER
CR, orange, smooth, abrasion resistant,
weather resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +70 Deg C

COLOUR
Cover - Orange
Stripe - Transparent
Print - White

Table 7b.3 Potable Water Hose

SOFTWALL

50.8 2.000 68.8 10 150 40 600 550 2.0

76.2 3.000 92.2 10 150 40 600 800 3.0

101.6 4.000 119.6 10 150 40 600 1100 5.5

127.0 5.000 149.0 10 150 40 600 1300 8.0

152.4 6.000 178.4 10 150 40 600 1600 10.0

HARDWALL

25.4 1.000 37.4 16 250 64 1000 280 1.0

38.1 1.500 51.1 16 250 64 1000 400 1.6

50.8 2.000 68.8 16 250 64 1000 550 2.4

76.2 3.000 92.2 16 250 64 1000 800 4.0

101.6 4.000 119.6 16 250 64 1000 1100 6.5

127.0 5.000 149.0 16 250 64 1000 1400 11.0

152.4 6.000 178.4 16 250 64 1000 1600 13.0

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

visit www.rbvenergy.com for more info
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7b.5

visit www.rbvenergy.com for more info

Section 7b. Low Pressure Hoses

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

HOSE CONSTRUCTION

CORE
NBR, black, smooth, electrically conductive.

REINFORCEMENT
Textile, braided up to 2 inch, hose wrapped if
larger.

ADDITIONAL HARD WALL
Zinc plated steel wire helix.

COVER
CR, black, smooth, electrically conductive,
abrasion resistant, oil and weather
resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +100 Deg C

COLOUR
Cover - Black
Stripe - Brown
Print - White

Table 7b.4 Diesel Oil Hose

SOFTWALL

50.8 2.000 64.8 10 150 40 600 550 2.0

76.2 3.000 91.2 10 150 40 600 800 3.0

101.6 4.000 117.6 10 150 40 600 1100 5.5

127.0 5.000 145.0 10 150 40 600 1300 7.0

152.4 6.000 174.4 10 150 40 600 1600 8.0

HARDWALL

38.1 1.500 51.1 16 250 64 1000 400 1.6

50.8 2.000 64.8 16 250 64 1000 550 2.4

76.2 3.000 91.2 16 250 64 1000 800 4.0

101.6 4.000 119.6 16 250 64 1000 1100 6.5

127.0 5.000 149.0 16 250 64 1000 1300 8.0

152.4 6.000 174.4 16 250 64 1000 1600 9.3

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar
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7b.6

Section 7b. Low Pressure Hoses

HOSE CONSTRUCTION

CORE
SBR, black, smooth, suitable for oil laden air.

REINFORCEMENT
Textile braided.

COVER
CR, smooth, abrasion resistant, oil and
weather resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +100 Deg C

COLOUR
Cover - Yellow
Stripe - Blue
Print - White

Table 7b.5 Air Hose

12.7 0.500 23.0 20.0 300 80 1200 180 0.45

19.0 0.750 30.0 20.0 300 80 1200 200 0.65

25.4 1.000 39.0 20.0 300 80 1200 260 1.10

31.7 1.250 48.0 20.0 300 80 1200 350 1.60

38.1 1.500 54.0 20.0 300 80 1200 400 1.80

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

visit www.rbvenergy.com for more info

11/6069 RB ENERGY LTD 7:brochure content spread  13/10/11  11:26  Page 12



7b.7

visit www.rbvenergy.com for more info

Section 7b. Low Pressure Hoses

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

HOSE CONSTRUCTION

CORE
SBR, black, smooth, electrically conductive.

REINFORCEMENT
Textile braided.

COVER
CR, black, smooth, electrically conductive,
abrasion resistant, oil and weather
resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +100 Deg C

COLOUR
Cover - Black
Stripe - Silver
Print - Blue

Table 7b.6 Nitrogen Hose

12.7 0.500 23.0 20.0 300 80 1200 180 0.45

19.0 0.750 30.0 20.0 300 80 1200 200 0.65

25.4 1.000 39.0 20.0 300 80 1200 260 1.10

31.7 1.250 48.0 20.0 300 80 1200 350 1.60

38.1 1.500 54.0 20.0 300 80 1200 400 1.80

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar
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7b.8

Section 7b. Low Pressure Hoses

HOSE CONSTRUCTION

CORE
Special blend E.P.D.M, black, smooth,
electrically conductive.

REINFORCEMENT
Textile, braided, copper static wire, zinc
plated steel wire helix.

COVER
CR, black, smooth, electrically conductive,
abrasion resistant, oil and weather
resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +120 Deg C

COLOUR
Cover - Black
Stripe - Transparent
Print - Purple

Table 7b.7 Chemical Hose

25.4 1.000 37.4 16 250 64 1000 260 1.0

38.1 1.500 51.1 16 250 64 1000 400 1.6

50.8 2.000 64.8 16 250 64 1000 550 2.4

63.5 2.500 78.5 16 250 64 1000 650 2.7

76.2 3.000 91.2 16 250 64 1000 800 3.1

101.6 4.000 119.6 16 250 64 1000 900 4.5

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

visit www.rbvenergy.com for more info
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7b.9

visit www.rbvenergy.com for more info

Section 7b. Low Pressure Hoses

HOSE CONSTRUCTION

CORE
NBR, black, smooth, electrically conductive.

REINFORCEMENT
Textile, braided up to 2 inch, hose wrapped if
larger.

ADDITIONAL HARD WALL
Zinc plated steel wire helix.

COVER
CR, black, smooth, electrically conductive,
abrasion resistant, oil and weather
resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +100 Deg C

COLOUR
Cover - Black
Stripe - Green
Print - Red

Table 7b.8 Utility Water Hose

SOFTWALL

50.8 2.000 64.8 10 150 40 600 550 2.0

76.2 3.000 91.2 10 150 40 600 800 3.0

101.6 4.000 117.6 10 150 40 600 1100 5.5

127.0 5.000 145.0 10 150 40 600 1300 7.0

152.4 6.000 174.4 10 150 40 600 1600 8.0

HARDWALL

38.1 1.500 51.1 16 250 64 1000 400 1.6

50.8 2.000 64.8 16 250 64 1000 550 2.4

76.2 3.000 91.2 16 250 64 1000 800 4.0

101.6 4.000 119.6 16 250 64 1000 1100 6.5

127.0 5.000 149.0 16 250 64 1000 1300 8.0

152.4 6.000 174.4 16 250 64 1000 1600 9.3

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

GENERAL NOTE: Safety Factor = Working Pressure x 4.0
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7b.10

Section 7b. Low Pressure Hoses

HOSE CONSTRUCTION

CORE
Black, smooth, electrically conductive, SBR

REINFORCEMENT
Textile, braided up to 2 inch, hose wrapped if
larger.

ADDITIONAL HARD WALL
Zinc plated steel wire helix.

COVER
CR, black, smooth, abrasion resistant,
weather resistant, cloth impression.

TEMPERATURE RANGE
-30 Deg C to +100 Deg C

COLOUR
Cover - Black
Stripe - Blue
Print - White

Table 7b.9 Seawater Hose

SOFTWALL

50.8 2.000 64.8 10 150 40 600 550 2.0

76.2 3.000 91.2 10 150 40 600 800 3.0

101.6 4.000 117.6 10 150 40 600 1100 5.5

127.0 5.000 145.0 10 150 40 600 1300 7.0

152.4 6.000 174.4 10 150 40 600 1600 8.0

HARDWALL

38.1 1.500 51.1 16 250 64 1000 400 1.6

50.8 2.000 64.8 16 250 64 1000 550 2.4

76.2 3.000 91.2 16 250 64 1000 800 4.0

101.6 4.000 119.6 16 250 64 1000 1100 6.5

127.0 5.000 149.0 16 250 64 1000 1300 8.0

152.4 6.000 174.4 16 250 64 1000 1600 9.3

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

GENERAL NOTE: Safety Factor = Working Pressure x 4.0

visit www.rbvenergy.com for more info
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7b.11

visit www.rbvenergy.com for more info

Section 7b. Low Pressure Hoses

HOSE CONSTRUCTION

CORE
NBR, black, smooth, electrically conductive.

REINFORCEMENT
Textile braided.

COVER
EPDM, black, smooth, abrasion resistant, oil
and weather resistant, cloth impression.

TEMPERATURE RANGE
+120 Deg C (saturated steam) +230 Deg C
(superheated steam short time)
+ 95 Deg C (hot water)

COLOUR
Cover - Black
Stripe - Transparent
Print - Red

Table 7b.10 Hot Water/Steam Hose

12.7 0.500 23.0 20.0 300 80 1200 180 0.45

19.9 0.750 30.0 20.0 300 80 1200 200 0.65

25.4 1.000 39.0 20.0 300 80 1200 260 1.10

31.7 1.250 48.0 20.0 300 80 1200 350 1.60

38.1 1.500 54.0 20.0 300 80 1200 400 1.80

Inside
Diameter

Outside
Diameter

Working
Pressure

Minimum Burst
Pressure

Weight
Minimum

bending radius

mm inch mm mm kg/mpsibar psibar

GENERAL NOTE: Safety Factor = Working Pressure x 4.0
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