18. Commissioning, Service and Maintenance ./
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RBV Energy undertake and supervise commissioning, service and maintenance, re-certification of existing OEM equipment including valves, hoses and piping
etc. Work is carried out to meet client requirements and can be fully re-certified by independent third party authorities.

API 6A ASME B16.34
API 16C ASME VIil, PD5500
API RP53 ANSI B16.9, B31.4, B31.8, B31.3
NPD/NMD
NACE MR-01-75
NORSOK
PRESSURE & TEMPERATURE RATINGS
MAX. WORKING PRESSURE 5,000 PSI 7,500PSI 10,000PSI 15,000PSI 20,000PSI
TEST PRESSURE 7,500PSI 11,250PS| 15,000PSI 22,500PS! 30,000PS!
PRODUCT SPECIFICATION
LEVELS 12384 1,2,38 4 12384 12384 12384
PRODUCT RATING 182 182 182 182 182
AP K (-60 DEG C) K (-60 DEG C) K (-60 DEG C) K (-60 DEG ) K (-60 DEG C)
TEMPERATURE T0 T0 T0 T0 T0
RATING Y (+345 DEG C) Y (+345 DEG C) Y (+345 DEG C) Y (+345 DEG C) Y (+345 DEG C)
RATING 1501b 300ib 400ib 600Ib 900Ib 1,5001b 2,500lb
MAX. WORKING
PRESSURE 285 Ps| 740 PSI 990 PsI 1480 PSI 2220 PS 3705 PSI 6170 PSI
TEST
SRR 450 PSI 1125 PSI 1500 PSI 2225 PSI 3350 PSI 5575 PSI 9275 PSI
OPERATING -28 10 +540 -28T0 +540  -28 TO +540 -28 T0 +540 -28 T0 +540 -287T0 +540  -28 TO +540
TEMPERATURE DEG C DEG C DEG C DEG C DEG C DEG C DEG C
RANGE

visit www.rbvenergy.com for more info

GENERAL NOTES: Max. working pressures stated are suitable for temperatures up to 121°C.
De-rating of max. working pressure will occur as the operating temperature increases

18.1 above 121°C.
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Diagram 18.2 Service

Diagram 18.1 Commissioning
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Diagram 18.3 Maintenance
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