
 

VOLTS 12V 

WATTS 100W

DIMS 4.8” H x 2.3” L x 1.1” D | 122mm H x 58mm L x 28mm D (control head)
2.4” H x 6.1” L x 5.5” D | 61mm H x 155mm L x 140mm D (amplifier)

H3COVERT™ SIREN
HANDHELD OR DISCRETE INPUT-WIRE SIREN SYSTEM

The compact design of the H3COVERT™️ is a simple and cost-effective solution for 
undercover units and unmarked vehicles, providing exceptional value and unrivaled 
dependability. The remote compact siren produces 100-watts of power with 
exceptional clarity. First responders have complete control over the siren, lights, 
and public address microphone (H3CS) or discrete switches (H3CS-W, switches not 
included). The H3COVERT siren has an instant-on function, adjustable amplifier 
mounting, short-circuit protection, and a remote switch panel. Tones include wail, 
yelp, hi-lo, hyper-yelp, hyper-lo, whoop, and air horn.
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CERTS J1849, CA T13, R10

DETAILS  ▪Allows for installation in undercover or nontraditional emergency vehicles 
  or when space is limited
 ▪Provides user with full control of siren, lights, and PA mic (H3CS) or

  descrete switches (H3CS-W, switches not included)
 ▪Siren tones: Wail, Yelp, Hi-Lo, Hyper-Lo, Hyper-Yelp, Whoop, Manual

  Wail, and Air Horn
 ▪Public address (PA) with built-in noice cancelling mic (H3CS2 only)
 ▪Easy to install (no software required)
 ▪Push button programmable siren tones (user selectable features)
 ▪Supports up to 40A of lighting
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NOTES:
DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]1.

SPECIFICATIONS
CERTIFICATIONS: SAE J1849 (FEB 2020) EVS 1; CA Title 13; SEE CHART FOR 1.
APPROVED SPEAKERS

Note: Unique components, accessories, and hardware kits are not 
typically Included in the Product Certification Test Protocols. Unless 
otherwise Specified, the Product Certifications referred to herein 
are predicated upon the base product model configuration.

VOLTAGE (NOMINAL): 12 VDC2.
VOLTAGE (EXTREME): 10.0 to 16.0 VDC3.
SIREN CURRENT (@ 13.6 VDC):4.

STANDBY: <200 mA
ACTIVE (SINGLE SPEAKER): SEE CHART

AUX OUTPUT CURRENT (RATED):5.
LEVEL 1 & 2: 20A EACH

SIREN POWER (RATED): 100 W6.
TEMPERATURE RANGE: -22°F (-30°C) to 149°F (65°C)7.
CONNECTION: WIRING HARNESS8.
MOUNTING: HOUSING FLANGE9.
HOUSING MATERIAL: ALUMINUM10.
PRODUCT WEIGHT: 4.2LBS (1.9 Kg)11.

SPEAKER TONE
OUTPUT POWER (W) INPUT CURRENT (A)

13.6VDC AT
1-3 MIN.

15VDC AT
10 MIN. MAXIMUM AVERAGE

C3100 WAIL 71 82 12.8 7.0
YELP 67 81 12.8 6.9

C3900 WAIL 80 91 12.4 7.6
YELP 75 86 12.8 7.4

C3500 WAIL 68 80 11.6 7.2
YELP 69 83 12.6 7.2

Z100A WAIL 65 77 11.4 7.2
YELP 71 91 12.2 7.2
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H3 COVERT UNDERCOVER SIREN, 100W
 TOLERANCES ARE IN INCHES, AND MILLIMETERS
TOLERANCES UNLESS OTHERWISE STATED ARE:
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PROPRIETARY AND CONFIDENTIAL INFORMATION

H3CS

MODEL CONTROLLER

H3CS Progressive: With Lighting, PA And Tone Control

H3CS-W Progressive: With Lighting, Tone Control And Input Wire Box

H3CS-W


