
 

VOLTS | AMPS 12V | 1.9A

DIMS 15” H x 7.5” W x 1.9” D | 381mm H x 190mm W x 48mm D 
(Triple-stack with bezel) 
19.5” H x 7.5” W x 1.9” D | 495mm H x 190mm W x 48mm D 
(Quad-stack with bezel)

CERTS J2040, J2261, DOT Certified

DETAILS  ▪Surface mount
 ▪Sold as single units - Assembly includes LED stop/tail, LED turn, halogen 

  reverse, and LED warning (quad only) light mounted in a chrome bezel
 ▪Halogen reverse light helps keep costs to a minimum
 ▪Surface mount eliminates the need to cut large mounting holes 

  into the vehicle
 ▪Standard industry mounting and dimensions
 ▪ Includes bezel to ensure water resistance

LED QUAD AND TRIPLE STACK
COORDINATED EMERGENCY LIGHTING SYSTEM

The powerful Quad and Triple Stack lighting system are all-in-one perimeter lights that 
feature stop/tail/turn, reverse and warning functionality. The units are sized to the 
industry standard, they are surface-mount and easy to install. Water resistant bezel is 
included with each device.
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WARNING: Cancer and Reproductive Harm – www.P65 Warnings.ca.gov
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MODEL TYPE MODULE

65PKG Triple-stack (1) 65STR, (1) 65TA, and (1) 65W

65PKG1 Triple-stack (1) 65STR, (1) 65STA, (1) 61RV

65PKG2 Quad-stack (1) 65STR, (1) 65STA, (1) 61RV, (1) 65R

65PKG4 Quad-stack (1) 65STR, (1) 65STA, (1) 65W, (1) 65R
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