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YEAR
NO-HASSLE
WARRANTY

5

1 YEAR ACCESSORIES

4.51 115

4.8 123

2.0 50
2X 0.17 4

1.1 29 1.0 25
WITHOUT GASKET

10.50±0.50 267±13

5-20 AWG WIRES
RED - POSITIVE(+)
BLACK - NEGATIVE(-)
BLUE - PATTERN SELECT(-)
YELLOW - SYNC
GREEN - DIM(+)

NOTES:
DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]1.

SPECIFICATIONS
CERTIFICATIONS: SAE J595; CLASS 1; IP6K7, IP6K9K; CA13; NFPA;1.

Note: Unique components, accessories, and hardware kits 
are not typically Included in the Product Certification Test 
Protocols. Unless otherwise Specified, the Product 
Certifications referred to herein are predicated upon the 
base product model configuration.

FLASH MODE: N/A2.
VOLTAGE (NOMINAL): 12 to 24 VDC3.
VOLTAGE (EXTREME): 9 to 32 VDC4.
CURRENT (PEAK): SEE CHART (@ 12 VDC NOMINAL)5.
POWER (MAXIMUM): SEE CHART (@ 12 VDC NOMINAL)6.
TEMPERATURE RANGE: -40°C (-40°F) to 65°C (149°F)7.
CONNECTION: 5-20 AWG WIRES8.
MOUNTING: 2 Bolt9.
BASE MATERIAL: Aluminum10.
LENS MATERIAL: Polycarbonate11.
PRODUCT WEIGHT: 0.40LBS (0.18Kg)12.

FGS PRODUCT CHART
FGS. NO. COLOR CURRENT (PEAK) A POWER (MAX) W J595
CD4080A AMB 1.77 22.66 CLASS 1M
CD4080B BLU 1.74 22.27 CLASS 1M
CD4080R RED 1.47 18.82 CLASS 1M
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MODEL TYPE ILLUMINATION COLORS

CD4080_ Single-Color, Chrome Housing A, B, R

CD4080_ _ Dual-Color, Chrome Housing AW, RB, RW

CD4081_ Single-Color, Black Housing A, B, R

CD4081_ _ Dual-Color, Black Housing AW, BW

REPLACE                 “_” with A = Amber, B = Blue, R = Red, W = White

THE CD4080 SERIES 5X2 IS BRIGHTER THAN COMPETITOR’S 
LARGER PERIMETER LIGHTS.

CD4080 5x2
Competitor 6x4Competitor 7x3

Competitor 9x7

VOLTS | AMPS 12-24V | 1.77A

DIMS 2.0” H x 4.8” L x 1.1” D | 50mm H x 123mm L x 29mm D

FLASH PATTERNS 20 (single-color), 55 (dual-color)

CERTS CLASS I (SAE J595), CA T13, CE, UKCA, IP67, IP69K, R10, KKK-A 1822F, 
NFPA, RoHS

DETAILS  ▪The CD4080 Series is brighter than competitor’s larger perimeter lights
 ▪Chrome (CD4080) or black (CD4081) aluminum housing
 ▪Polycarbonate lens
 ▪Matrix® compatible
 ▪Sync up to 8 units

Code 3’s CD4080 Series provides powerful exterior and perimeter warning for 
ambulance, fire and police emergency vehicles. Engineered for maximum light output 
with an SAE Class I rating, these compact and powerful lights are among the brightest 
perimeter lights in the industry. Matrix® compatibility allows for advanced sync 
capabilities that enhance first responder safety and calm the scene. They feature 20 
single-color and 55 dual-color flash patterns, available in amber, blue, green, red and 
white LED color combinations with waterproof black or chrome housing.


