
 

VOLTS | AMPS 12-24V | 2.7A

DIMS 6.3” H x 7.6” L x 7.6” D  | 160mm H x 193mm L x 193mm D

CERTS CE, R10, IP68 (lighthead only), RoHS

FOCUS360™ 3010 SERIES
REMOTE SPOTLIGHT  

The Focus360™ 3010 Series are multifunctional, motorized spotlights with remote 
control functionality. With advanced reflective optics, the spotlight casts an intense 
beam of light over 4,450 ft. It rotates a full 360° and can tilt 135° and features a 
“return to home” setting when powered off. The components are protected by a 
polycarbonate lens and tough ASA resin housings, which are available in black or 
white. 
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YEAR
NO-HASSLE
WARRANTY

5

1 YEAR ACCESSORIES

DETAILS  ▪360º continuous rotation - 135º tilt range
 ▪Beam distance - 4,452ft - 1,357m
 ▪Permanent or magnet mount available
 ▪“Return to Home” setting will automatically return light to original 

   position when powered off
 ▪Aluminum heatsink lighthead
 ▪Polycarbonate housing
 ▪Wired and wireless options

CW3010

CW3011

CR3010
Included 
Remote Youtube.com/Code3Inc

MODEL HOUSING TYPE CANDELA LUMENS (RAW)

CW3010 Black Spot 460,000 7,040

CW3011 White Spot 460,000 7,040
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CZ3010R
Accessory Lens, Red
USED WITH CW3010 & CW3011

CZ3010G
Accessory Lens, Green
USED WITH CW3010 & CW3011

CZ3010F
Accessory Lens, Flood
USED WITH CW3010 & CW3011

CZ3010A
Accessory Lens, Yellow
USED WITH CW3010 & CW3011

CZ3016
Magnet Mount Kit
USED WITH CW3011

CZ3017
Magnet Mount Kit
USED WITH CW3010

CZ3010-ADPT
Adapter Bracket
USED WITH CW3010 & CW3011

CZ3012
5 Meter Joystick Cable
USED WITH CZ3011

CZ3011
In-Dash Joystick Controller
USED WITH CW3010 & CW3011
DOES NOT INCLUDE CZ3012 OR CZ3013

CZ3013
Joystick Cable Extension
USED WITH CZ3011 & CZ3012

CR3010
Replacement Remote
USED WITH CW3010 & CW3011


