
 

VOLTS 12V 

WATTS 100W / 200W

DIMS 2.4” H x 5.9” L x 1.2” D | 31mm H x 150mm L x 60mm D (control head)
6.2” H x 7.1” L x 2.7” D | 158mm H x 180mm L x 67mm D (amplifier)

CERTS J1849, CA T13, R10

DETAILS  ▪Allows for installation in undercover or nontraditional emergency vehicles 
  or when space is limited
 ▪Provides user with full control of siren, lights, and PA mic all in a 

  handheld, backlit controller
 ▪Siren tones: Wail, Yelp, Hi-Lo, Hyper-Lo, Hyper-Yelp, Whoop, Manual 

  Wail, and Air Horn
 ▪Public address (PA) with built-in noise cancelling mic
 ▪Push button programmable siren tones (user selectable features)

H2COVERT™ SIREN
HAND-HELD CONTROLLER SIREN SYSTEM

Install the H2COVERT™ in undercover units, nontraditional emergency vehicles or 
when space is limited. Users have full control of siren, lights and a public address mic, 
all in a handheld controller. Features include radio rebroadcast, instant-on, stand-by, 
siren scroll and push-button programmable siren tones. Add the Banshee® siren amp 
for more features.

 

T 314-426-2700   │   C3_orders@code3esg.com

CODE3ESG.com     
WARNING: Cancer and Reproductive Harm – www.P65 Warnings.ca.gov
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