
 
VOLTS 12V 

WATTS 100W / 200W

DIMS 2.8” H x 8.5” L x 5.7” D | 71mm H x 216mm L x 145mm D

CERTS J1849, CA T13, R10

DETAILS  ▪A secondary siren amplifier with the ability to upgrade your system with 
  dual and low frequency siren tones
 ▪Eight universal-dual tones (Wail, Yelp, Hyper-Yelp 1, Hyper-Yelp 2, 

  Hi-Lo 1, Hi-Lo 2, Hyper-Lo 1, Hyper Lo 2)
 ▪Three low-frequency tones (synchronized 1/2 frequency, low frequency

  Yelp, and low frequency Wail)
 ▪Special tones for specific emergency situations that call for added 

  attention
 ▪Compatible with any siren system already on the market
 ▪C3100 speaker is capable of producing low frequency tones

BANSHEE® SIREN AMP 
AMPLIFIER SIREN SYSTEM WITH 
DUAL TONE AND LOW FREQUENCY

The Banshee® is the only siren amplifier system with eight dual tones, three low-
frequency tones, electronic air horn and additional built-in specialty tones. It works 
with any siren system on the market; retrofit to any emergency vehicle. Features 
include unique command alert, yelp stop tones and universal dual tones. Operate the 
electronic air horn independently of the primary siren or while the primary siren is 
engaged.
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MODEL TYPE

3450 Eight Universal Dual Tones, Three Low-Frequency Tones


