1YEAR ACCESSORIES

KT NARROWSTIK™ SERIES
TRAFFIC DIRECTING SIGNAL

The XT Narrovvstlik exterior .Iigh.t mounts above the rear windovvland features VOLTS | AMPS 12-24V | 4.0A (3081310), 6.0A (447)
emergency warning and traffic-directing flash patterns. Available in three lengths ; .

and single- or dual-color lightheads, the warning light delivers 32 flash patterns DIMS 16" Hx1.9" D | 40mm H x 49mm D
The XT308 is an 8 head version with clear and amber LEDs. It features a switch FLASH PATTERNS 32

panel and 32 flash patterns along with a night operation mode. A mounting kit

with L-shaped bracket is included for easy installation. CERTS CLASS | (SAE J595)
DETAILS = Operates with existing standard toggle switches or with switch panel
»Clear lens

»Flashing lightheads are optional
= Attached mounting bracket comes standard

REPLACE "_"with A = Amber, B = Blue, R = Red
* = With switch panel

CABLE ILLUMINATION
MODEL LENGTH UnGrH  UIGHTHEAD o b
\ XT308AS* 289" 734mm 18’ 8Heads  AA
See Length .\\\ 29
Chart N 22 XT308__ 289" 734mm 18’ 8Heads  AA,AR, BB, RB, RR
) i XT447AS* 461" 1171mm 18’ 8Heads A
27 XT447AS-50* 46.1" 1171mm 50' 15m 8 Heads A
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A WARNING: Cancer and Reproductive Harm — www.P65 Warnings.ca.gov

T 314-426-2700 | C3_orders@code3esg.com




