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UPS 12-410 MRXF
UPS 12-615 MRXF
UPS 12-700 MRXF
UPS 12-830 MRXF
UPS 12-1000 MRXF

UPS 12-410 MRXF,UPS 12-615 MRXF,UPS 12-700 MRXF,UPS 12-830 MRXF
UPS 12-830 MRXF 12 251 1328.0 1029.2 830.0 713.0 624.8 567.9 460.1 390.7 341.9 242.8 
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·12 years design life
·Eurobat Classi�cation: Long Life
·True Front Access threaded copper alloy inserts, 

for reduced maintenance and increased safety
·Terminal versatility-ease of diagnostic readings 

with C&D Ohmic Ring®
·Innovative front terminal design maximizing 

energy density with direct connect extrusion 
fusion weld technology

·Reduced headspace driving higher energy 
density,in cabinet or rack applications

·Removable handles for ease o�nstallation
·Thermally welded case-to-cover bond to ensure a 

leak-proof sea
·Flame-retardant polypropylene case and cover 

compliant with UL94 V-0 with an Oxygen Limiting 
Index of greater than 28

·Absorbent Glass Mat (AGM) technology for 
e�cient gas recombination ofover 99%

·Flame-arresting,one-way pressure-reliefvent for 
safety and long life

·Complies with UL 1778,924,1989 and 94 V-0, 
BS6290-4,IEC60896

·UL-recognized component
·Multicell design for ease o�nstallation and 

maintenance
·Not restricted for air transport-Complies with 

lATA/ICAO Special Provision A67
·Not restricted for surface transport-Classi�ed as 

non-hazardous material as related to DOT-CFR 
Title 49 parts 171-189

·3 Year Full Warranty (refer to warranty 
card,41-9027)

·Not restricted for water transport -Classi�ed as 
non-hazardous materialMDG Amendment 27

·Manufactured in accordance with ISO 9001, ISO 
14001, ISO 45001 and ISO 50001

·Designed to be compliant with international 
standard IEC 60896-21/22
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110 in.-lbs (12.4 N-m) for UPS 12-410 MRXF
160 in.-lbs. (18 N-m) for UPS 12-615 MRXF, UPS 12-700 MRXF, UPS 12-830 MRXF, UPS 12-1000 MRXF

UPS 12-830 MRXF

Threaded copper alloy insert terminal to accept:
M6 bolt (UPS 12-410 MRXF)
M8 bolt (UPS 12-615 MRXF, UPS 12-700 MRXF, UPS 12-830 MRXF, UPS 12-1000 MRXF)

0.5% RMS or 1.5% P-P of �oat charge voltage recommended for best results.
Max voltage allowed = 1 4% RMS (4% P-P), Max current allowed = C/20 A RMS

Ampere Hours Capacity
10 Hour Rate @ 68°F

(20°C) to 1.8EPV per cell

Ampere Hours Capacity
10 Hour Rate @ 77°F

(25°C) to 1.8EPV per cell

Ampere Hours Capacity
20 Hour Rate @ 77°F

(25°C) to 1.75EPV per cell
Battery Model Voltage

Per Unit
IEC Short

Circuit Current (A)
IEC Resistance

(mOhms) Weight(kg)
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