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C&D 2-200LBT
C&D 2-300LBT
C&D 2-400LBT
C&D 2-500LBT
C&D 2-600LBT
C&D 2-800LBT
C&D 2-1000LBT
C&D 2-1200N LBT
C&D 2-1500N LBT
C&D 2-2000LBT
C&D 2-2500N LBT
C&D 2-3000LBT
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*Batteries to be mounted with 15mm spacing minimum and free air ventilation.

ll dimensions are for reference only. Specifications subject to change without notification.
The design life listed indicates the service life  under ideal service conditions. Changes in service conditions do not affect the design life, but the actual service life may 
be shorter than the design life.

·Design life:15 years
·High quality design insurance
·Pb-Ca Alloy for positive plate grid
·Absorbent Glass Mat (AGM) technology for 

e�cient gas recombination of up to 99% and 
freedom from electrolyte maintenance

·Lower self-discharge rate (about 3% per 
month @25°C)

·UL-recognized component
·Flame retardant container materials,com-

plied with materials UL94 V-0

·Not restricted for air transport-Complies 
withlATA/lCAO Specia Provisions A67

·Not restricted for surface transport - 
Classi�ed as non-hazardous material as 
related to DOT-CFR 49 Title 49 parts 171-189

·Not restricted for water transport - Classi�ed 
as non-hazardous material per IMDG 
Amendment 27

·Manufactured in accordance with ISO 9001, 
ISO 14001, and ISO 45001

·Designed to be compliant with international 
standard IEC 60896-21/22
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