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76 mm [3"]

M6, depth 10 (2pcs)

Acoustic axis

10 mm [3/8"]3/8" UNC, depth 10mm

(3/8" UNC, depth 10mm)
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SMART IP SPEAKER

SERIAL NUMBER

GREEN: LINK IS UP
YELLOW: PoE+ 30W                 

ETHERNET
PoE+

AES67
ANALOG

 -+    GND

RESET TO FACTORY
SETTINGS: PUSH
BUTTON FOR 10 SEC

RESET TO FACTORY
SETTINGS: PUSH
BUTTON FOR 10 SEC

MADE IN FINLAND
www.genelec.com

MAC ADDRESS

29
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44
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WARNING: ELECTRIC SHOCK HAZARD. DO NOT OPEN. DO NOT 
SUBJECT TO WATER OR MOISTURE. NO USER SERVICEABLE 
PARTS INSIDE. REFER SERVICING TO QUALIFIED PERSONNEL. 
AVERTISSEMENT: RISQUE DE CHOC ÉLECTRIQUE. NE PAS 
OUVRIR. NE PAS EXPOSER À L'EAU OU L'HUMIDITÉ. AUCUN 
COMPOSANT À L'INTÉRIEUR REMPLAÇABLE PAR L'UTILISATEUR. 
ADRESSER TOUTE RÉPARATION À UN PERSONNEL QUALIFIÉ.   
THIS DEVICE COMPLIES WITH:
-PART 15 OF THE FCC RULES. OPERATION IS SUBJECT TO THE  
FOLLOWING TWO CONDITIONS:(1 )THIS DEVICE MAY NOT  
CAUSE HARMFUL INTERFERENCE, AND(2 )THIS DEVICE  MUST 
ACCEPT ANY INTERFERENCE RECEIVED, INCLUDING  
INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION.
-CAN ICES-3(B )/NMB-3(B ).
 


