
4 x 6 in (101.6 x 152.4 mm)

Unique, printable
bluetooth tag with
programmable beacon
rate and adjustable signal
strength ratings from 0
dBm to +3 dBm. Peel and
stick application means
installation and
provisioning takes
seconds not hours.

Printable BLE Tag
Peel and Stick Bluetooth Tag
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Use Cases
Asset Tagging and Tracking

Easy, peel and stick, installation on
hundreds to thousands of assets
makes mass asset tracking
possible.

Technical Specifications

lower power output
means higher degree of
localization is possible in
multi-gateway
deployments.

6 months of battery life
at a 5 second beacon
rate means near real
time asset tracking
with months of battery
life.

The peel and stick tracker can work with a variety of gateway configurations. STG has
developed a variety of wireless gateway configurations that can track BLE tags with
minimal installation required. Visit storetechgroup.com/hd-gateway for more info.

http://www.storetechgroup.com/hd-gateway
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Power Output

Technical Specifications

Battery Life Projections

0dBm (up to 3 dBm possible)

6 Months at 5s beacon rate

Power Consumption

* Battery life estimates are influenced by several factors including temperature, installation and orientation of the
device, the frequency of location updates, network coverage, sensor integrations, peripherals, accelerometer
settings, and more. 

3.66µA per month at 5s beacon rate

BLE protocol iBeacon protocol

Dimensions 4" x 6" semi flexible, peel and stick

Activation Pull tab
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