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Performans Beyani / Declaration Of Performance

Yapi Malzemeleri Yénetmeligi

EU 305/2011, Ek 5’e gore
In accordance with Annex V of Regulation (EU)
No. 305/2011 (Construction Product Regulation)

No: 1301002

1. Urtin Tipi Kimlik Kodu
Unique identification code of the product type(s)

Masterloint® PR 811

2. Kullanim amaci / amaclari
Intended use or uses

Hibrit Poliirea Esasli, iki Bilesenli, Elastik, Ozel Sprey
Makinalari ile Uygulanan Kisa Strede Karlenen Su Yalitim
Membrani Beton yapilarin korunmasi ve tamiri icin mamuller
ve sistemler Bolum 2: Beton icin yizey koruma sistemleri,
Nem kontrolti 2.2, Artan direnc 8.2

Hybrid Polyurea Based, Two Component, Elastic, Quick Curing
Waterproofing Membrane Applied with Special Spray Machines
Part 2: Surface protection systems for concrete, 2.2 Moisture
control, 8.2 Increasing resistivity

3. Uretici Adi ve Adresi
Name and address of the manufacturer

MBT Teknik Yapi Kimyasallari San. ve Tic. A.S.
EyUp Sultan Mah. Sekmen Cad. HAYY 1000A No:26 K:5
D:8, 34885 Sancaktepe, istanbul, Turkiye

4, Performans degismezliginin degerlendirilmesi ve
dogrulanmasi sistemi / sistemleri

System or systems of assessment and verification of constancy
of performance

Sistem 2+, Sistem 3 Yangina tepki
System 2+, System 3 Reaciton to fire

5. Uyumlastinlmig standart, onaylanmis kurulus
Harmonised Standard, Notified Body

TS EN 1504-2

Efectis Era Avrasya - NB 2184
Sistem2+, Sistem 3

Efectis Era Avrasya- NB 2184
System2+,System 3
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6. Performans Beyan
Declared Performance

Temel Karakteristikler

Essential Characteristics

Performans
Performance
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Uyumlastinimig Teknik Sartname
Harmonised Technical Specification

Su Buharn Gegirgenligi
Permeability to water vapour

Sinif 2
Class 2

TSEN ISO 7783

Kapiler Su Emme ve Su Gegirgenligi

. ) > w<0,1 kg /m2.vh TSEN 1062-3
Capillary absorption and permeability to water
Catlak kapatma veya esnek sistemler
Cekip Koparma Deneyi Yoluyla Yapisma (trafik ytiku ile)
Dayanimi > [,5 N/mm2 TS EN 1542

Adhesion strength by pull-off test

Crack bridging or/flexible systems (with traffic
load)

Yangina Kargi Tepki
Reaction To Fire

TSEN 13501-1

Tehlikeli maddeler
Dangerous substances

Guvenlik bilgi formu
Safety data sheet

7. Yukarida tanimlanan yapi malzemesi, beyan edilen performans grubuna sahiptir. Yapi Malzemeleri Yonetmeligi
(305/2011/AB) uyarinca hazirlanan bu performans beyani sadece yukarida tanimlanan imalat¢inin sorumlulugu altinda

yayimlanir.

The performance of the product identified above is in conformity with the declared performance. This declaration of performance
according to the Construction Products Regulation (305/2011/AB) is issued under the sole responsibility of the manufacturer identified

above
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