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MasterFinish RL 98 
Readily biodegradable release agent emulsion based on vegetable oils.

Material description

MasterFinish RL 98 is a ready-to-use emulsion based on 

vegetable oil that enables the easy demoulding of concrete and 

the production of clean, stain-free concrete surfaces.  

The use of MasterFinish RL 98 prevents the formwork from 

being over-oiled with normal application quantities. If applied 

correctly, the adhesion of subsequent coats to the concrete 

(e.g. plaster, paint) is not affected. The product is compatible 

with expanded polystyrene, flexible & non-flexible formwork. 

Fields of application

MasterFinish RL 98 is suitable for use in either the precast 

factory, or at the construction site where a high-quality surface 

finish is required. 

It can be used with absorbent and non-absorbent wooden 

formwork in rain-protected areas.  

Particularly suitable for the production of cement-bonded 

pressboard and fiber-reinforced cement panels on steel 

formwork. 

Ideal for oiling paver boards in the concrete block & paver 

industry where it can be diluted up to 1: 3 with water for 

this application. 

Due to its compatibility with flexible plastic moulds Mas-

terFinish RL 98 may be suitable for the manufacturing of wet 

cast elements, however, for this application performance tests 

are recommended. 

Features and benefits

MasterFinish RL 98 gives an improved exposed concrete 

surface with reduced costs by reducing the application time, 

quicker stripping, easier and faster cleaning of the forms and 

increased life of the formworks.  

It is safe and eliminates many health and environmental risks 

when compared to traditional form release agents based on 

mineral oils, it can be used with maximum confidence by 

the workers on the job site and in the precast plant. 

Ready-to-use  

Solvent-free 

For excellent surface finish 

For normal or delayed stripping 

For wet cast stone production  

Dosage

The dosage of MasterFinish RL 98 depends upon the 

application method. If applied uniformly by a sprayer at a 

constant pressure of 4 bar on metallic or on impervious 

material the coverage rate is 12-18 ml/m2 or 1 Liter per 55-85 

m2.

Packaging
MasterFinish RL 98 is supplied in 20 liter cans and 1000L 

containers. 

Storage

MasterFinish RL 98 should be stored in original sealed 

containers and at temperatures between 5°C and 40°C. If 

stored according to manufacturer’s instructions, the shelf life is 

6 months. 
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Technical Information 

Form White liquid emulsion of veg oils 

Specific gravity @ 20°C 0.98 ± 0.01 g/cm³ 

Form temperature From 0°C up to 40°C 

Application

MasterFinish RL 98 is a ready-to-use product that is best 

applied by a pressurized sprayer. The spray application should 

be carried out carefully in order to achieve a satisfactory 

coverage. Depending on the ambient conditions, it takes 15 to 

25 minutes for the water in the emulsion to evaporate and a 

release agent film to be formed. 

The spraying should be performed at a suitable distance from 

the mould (approx. 50 -100 cm) so that the release agent is 

evenly distributed in a uniform film thickness. During spraying, 

it is critical that the spraying pressure is adequately high (2 - 4 

bars) and that the gun, especially the nozzle is completely tight 

in order to avoid dripping. When spraying with a portable 

handgun, a flat cone nozzle with a spraying angle from 65 to 

80° has been found to give the best results. 

Application by brush or roller is not recommended. 

MasterFinish RL 98 must not be mixed with other products. 

Other services

For additional technical information, brochures, references, 

technical reports and technical support please visit 

www.master-builders-solutions.com/it-it or alternatively 

contact infomac@masterbuilders.com.

Scan QR code to visit the product page and download the 

latest version of this technical data sheet and any additional 

documentation.  

http://www.master-builders-solutions.com/it-it
mailto:infomac@masterbuilders.com
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Disclaimer

Since 16/12/1992, Master Builders Solutions Italia Spa has been operating under a Certified Quality System compliant with the UNI EN ISO 9001 

Standard. Furthermore, the Environmental Management System is certified according to the UNI EN ISO 14001 Standard and the Safety 

Management System is certified according to the UNI ISO 45001 Standard.

For further information, please consult the local Technician of Master Builders Solutions.  The technical advice on how to use our products, either 

written or verbally given, are based on the current state of our scientific and practical expertise, and does not imply the assumption of any guarantee 

and/or responsibility for the final results of works executed using our products.

Therefore, the customer is not exempted from the exclusive task and responsibility of verifying the suitability of our products for the intended use 

and purposes. 

This version supersedes all the previous ones.

Master Builders Solutions Italia Spa 

Via Vicinale delle Corti, 21 – 31100 Treviso – Italia 

T +39 0422 429200 F +39 0422 421802 

www.master-builders-solutions.com/it-it 

e-mail: infomac@masterbuilders.com



 

 

 
 


