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MBT

Performans Beyani / Declaration Of Performance

Yapi Malzemeleri Yonetmeligi

EU 305/2011, Ek 5’e gore
In accordance with Annex V of Regulation (EU)
No. 305/2011 (Construction Product Regulation)

No: 2402001

Urtin Tipi Kimlik Kodu
Unique identification code of the product type(s)

MasterJoint® WP 306 (Yapfleks® 306)

Kullanim amaci / amaclari
Intended use or u

Yapistiricilarla tutturulmus seramik karolarin altinda kullanim
icin sivi halde uygulanan su gecirmez Grinler CM O2P:Swi
uygulanan polimer modifiyeli gimento esasl su gecirmez
aran , dustk sicakliklarda(-20 °C ) catlak koprileme ozelligi
artinlmg, klorlu sulara dayanimi artirimig

Liquid-applied water impermeable products for use beneath
ceramic tiling bonded with ahesivesCM O2P:Polymer modified
cementitious liquid-applied water impermeable product with
improved crack bridging ability at low temperature(-20°C) and
resistant to contact with chlorinated water

Uretici Adi ve Adresi
Name and address of the manufacturer

MBT Teknik Yapi Kimyasallari San. ve Tic. A.S.
EyUp Sultan Mah. Sekmen Cad. HAYY 1000A No:26 K:5
D:8, 34885 Sancaktepe, istanbul, Tirkiye

Performans degismezliginin degerlendiriimesi ve

dogrulanmasi sistemi / sistemleri Sistem 3
System or systems of assessment and verification of constancy System 3
of performance
Uyumlastinimig standart, onaylanmig kurulug TS EN 14891
Harmonised Standard, Notified Body
TSE - NB 1783
Sistem 3
TSE- NB 1783
System 3

Part of
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6. Performans Beyan
Declared Performance

Temel Karakteristikler

Essential Characteristics

Performans
Performance
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Uyumlastirimig Teknik
Sartname
Harmonised Technical
Specification

Baslangic bag dayanim

- i . = 0,5 N/mm? TSEN 14891-A.6.2
Initial tensile adhesion strength
Su temasindan sonra bag dayanimi = 05 N/mm? TS EN 14891-A.6.3/A.6.4
Tensile adhesion strength after water contact - T
Isiyla yaglandirmadan sonra bag dayanimi =05 N/mm? TS EN 14891-A 6.5
Tensile adhesion strength after heat ageing - e
Donma-Coziinme cevrimi sonrasi bag dayanimi = 0.5 N/mm? TSEN 14891-A 6.6
Tensile adhesion strength after freeze-thaw cycles - h
Kirecli su temasi sonrasi bag dayanimi ~ 0.5 N/mm? TS EN 14891-A.6.9

Tensile adhesion strength after contact with lime water

Su gegirimsizlik
Waterproofing

< 20 g Penetrasyon Yok
<20 g No penetration

TS EN 14891-A.7

Catlak kopraleme yetenegi normal sartlarda

Crack bridging ability under standard conditions = 0,75 mm TSEN 14891-A8.2
Klorlu su temasi sonrasi bag dayanimi =05 N/mm? TS EN 14891-A 6.7 or 6.8
Tensile adhesion strength after contact with chlorinated water - o '
Catlak Koprileme (Dustk Sicaklikta -5°C) )

(Crack bridging ability at low temperature(-5°C)) = 0,75 mm TSEN 14891-A8.3
Catlak Koprileme (Dustk Sicaklikta '-20°C') = 0.75 mm TSEN 14891-A.8.3

(Crack bridging ability at low temperature(-20°C))

Tehlikeli maddeler
Dangerous substances

Guvenlik bilgi formu
Safety data sheet
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7. Yukarida tanimlanan yapi malzemesi, beyan edilen performans grubuna sahiptir. Yapi Malzemeleri Yonetmeligi
(305/2011/AB) uyarinca hazirlanan bu performans beyani sadece yukarida tanimlanan imalat¢inin sorumlulugu altinda
yayimlanir.

The performance of the product identified above is in conformity with the declared performance. This declaration of performance
according to the Construction Products Regulation (305/2011/AB) is issued under the sole responsibility of the manufacturer identified

above
Husna OGUZ
Kalite Gtvence ve Kontrol Yoneticisi
Quiality Assurance&Control Executive
30.04.2025 ISTANBUL
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