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Performans Beyani / Declaration Of Performance

Yapi Malzemeleri Yénetmeligi

EU 305/2011, Ek 5’e gore
In accordance with Annex V of Regulation (EU)
No. 305/2011 (Construction Product Regulation)
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No: 2103002

Urtin Tipi Kimlik Kodu
Unique identification code of the product type(s)

Masterloint® 596

Kullanim amaci / amaclari
Intended use or uses

Ozel gimento ve mineral dolgular iceren, aktif su kacaklarinin
yalitminda ve tamir islerinde kullanilan, su ile kanstinldiginda
cok hizli priz alan, aderansi yiksek, ozellikle kig
aylarindakullanima uygun tamir ve tikag harcidir. Yapisal
Olmayan, R2 sinift ENV 1504-9'a gore kullanim yerleri:
Prensip 3, metot 3.1(Elle harg uygulamasi)

High adherence high adherence, special cement and mineral filler
containing, ready to use repair mortar that instantly sets and
hardens by expanding when mixed with water and is used for
stopping of active water leakages. Especially recommended for
winter applications. Non-Structural, R2 class according to ENV
1504-9 Application areas: Principle 3, method 3.1 (Mortar
application by hand)

Uretici Adi ve Adresi
Name and address of the manufacturer

MBT Teknik Yapi Kimyasallari San. ve Tic. A.S.
Eylp Sultan Mah. Sekmen Cad. HAYY 1000A No:26 K:5
D:8, 34885 Sancaktepe, istanbul, Tiirkiye

Performans degismezliginin degerlendirilmesi ve
dogrulanmasi sistemi / sistemleri

System or systems of assessment and verification of constancy
of performance

Sistem 2+, Sistem 4 Yangina tepki
System 2+, System 4 Reaciton to fire

Uyumlastinimig standart, onaylanmig kurulus
Harmonised Standard, Notified Body

TS EN 1504-3

Efectis Era Avrasya - NB 2184
Sistem 2+, Sistem 4 / System 2+, System 4
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6. Performans Beyan
Declared Performance

Uyumlastirimig Teknik

Temel Karakteristikler Performans SEUNEE
Essential Characteristics Performance Harmonised Technical
Specification
Basinc Dayanimi > 15 N/mm2 - R2 TSEN 12190
Compressive Strength
Kloru.r lyonu Icerigi < %0,05 TSEN 1015-17
Chloride lon Content
Yap|§t_|rma Suratiyle Olusmus Bag > 0.8 N/mm? TSEN 1542
Adhesive Bond
S|n|rlgnd|rulm|§ Buztlme/ G_enIE§me > 0,8 N/mm2 TSEN 12617-4
Restrained Shrinkage / Expansion
Yangina Karg: Tepk Al TSEN 13501-1
Reaction To Fire
Tehlikeli maddeler Guvenlik bilgi formu
Dangerous substances Safety data sheet
7. Yukarida tanimlanan yapi malzemesi, beyan edilen performans grubuna sahiptir. Yapi Malzemeleri Yonetmeligi
(305/2011/AB) uyarinca hazirlanan bu performans beyani sadece yukarida tanimlanan imalat¢inin sorumlulugu altinda

yayimlanir.
The performance of the product identified above is in conformity with the declared performance. This declaration of performance
according to the Construction Products Regulation (305/2011/AB) is issued under the sole responsibility of the manufacturer identified

above
Husno OGUZ
Kalite Gtvence ve Kontrol Yoneticisi
Quiality Assurance&Control Executive
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