
•	 Fine-tooth carbide-tipped saw blade
•	 Nail gun or hammer
•	 8d galvanized nails (minimum 0.113” shank, 0.270” head)
•	 Measuring tape
•	 Level
•	 Caulking gun

•	 Paintbrush or applicator
•	 Shims
•	 Color-matched thermoplastic caulking
•	 Flashing and drip caps (as needed)
•	 Chalk Line (optional)

•	 Store trim off the ground on a flat surface or pallet
•	 Keep it covered and dry with a water-resistant cover

•	 Avoid contact with dirt, moisture,  
	 or the elements

• Inspect the framing: Make sure it’s dry, straight, and not swollen.  • Maintain at least 6 inches between the trim and the ground.  • Avoid direct contact with masonry, concrete, brick, stone, stucco, or mortar.

IMPORTANT:  Please follow manufacturer installation instructions.
Option 1: Use Furring Strips
•	First, install vertical furring strips every 16” O.C apart.
•	Then, add horizontal furring strips every 12” O.C apart over the vertical ones.
Option 2: Use Drainable Housewrap
•	Instead of furring strips, you can install board & batten directly over a non-compressible,  
	 drainable housewrap. This allows water to drain behind the trim.  
IMPORTANT:  Make sure the wall is flat, dry, and ready for installation. All general  
		              installation rules still apply.

• Measure the area where the trim will be installed.
• Mark batten placement with chalk line if desired (only used on install over panel siding)
IMPORTANT:  Cut using a fine-tooth carbide-tipped saw blade.
• Prime and seal all cut edges with high-quality exterior paint (100% acrylic latex).
• Mitered cuts (angled edges) are acceptable around doors and windows.

TOOLS & MATERIALS YOU’LL NEED

STORAGE & HANDLING 

BOARD & BATTEN INSTALL GUIDE 

STEP-BY-STEP INSTALLATION
PREPARATION:

BOARD & BATTEN APPLICATION:  To install board & batten correctly, you’ll need to create a solid base for it to sit on.

MEASURE & CUT:
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•	 Install the trim directly over your siding or panel system.
•	 Fasten each batten with:
	 - Two nails at each end.
	 - Additional nails spaced no more than 12” O.C apart, alternating  
       sides as you go down the board.
•	 For narrow battens (less than 2.5” wide):
	 - Use one (1) nail at each end, and space additional nails  
	    every 24” O.C, alternating sides. 
•	 If you’re installing over a panel system, you don’t need to seal the  
    battens with caulk. When using battens to cover a gap between boards, 
    they should be sealed with a color-matched thermoplastic caulk.

INSTALLING THE BOARDS & BATTENS



Visit wwww.metrie.com/corevanatage  
for installation videos,  
FAQs and care instructions.  

FINISHING4
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IMPORTANT:  Paint all exposed faces and edges with 100% acrylic 
latex exterior paint. Exposure longer than 180 days without full 
finishing may void the warranty.
•	Follow the paint manufacturer’s instructions.
•	Paint must be applied within 180 days of purchase.

Important Installation Notice:

It is the responsibility of the purchaser, general contractor, installer and others who are using or installing this product to assure that the product is 
installed properly and that all building codes and industry standards regarding the installation and use of composite wood trim products are followed.

• For small areas (nail heads, minor scratches), use Valspar®  
   Ultra White for any on‑site touch ups or visit your local paint  
   shop for a precise color match. 
 
• Do not use on areas larger than ¾” in diameter. 
 
• Replace the board if a larger repair is needed. 

IMPORTANT:  Paint all cut ends before installation to ensure full 
compliance with warranty requirements.
•	Only paint when temperatures are above 50°F.
• Store paint between 40°F and 100°F.
• Shake paint for 60 seconds before use.
   
IMPORTANT:  Do not paint wet trim, and avoid painting late in the
day or before rain/dew.

TOUCH-UP FOR PRE-FINISHED TRIM


