
Your exterior trim is designed to be durable and beautiful—but like all wood-based products, it needs proper 
care to stay that way. Follow the proper care guidance to keep your trim looking great and performing well 
for years to come. It’s up to the homeowner, contractor, and installer to make sure the trim is installed 
correctly and in line with all building codes and industry standards.

Moisture control is one of the most important parts of home construction and maintenance. To protect your trim:
•	Avoid constant exposure to water. This includes rain, condensation, and poor drainage.
•	Ensure proper ventilation around your home’s exterior.
•	Use correct flashing and sealing techniques to prevent water from getting behind the trim.
•	Follow local building codes and best practices for moisture protection.
IMPORTANT: Improper installation or exposure to moisture can lead to damage and will void your warranty.

CoreVantage primed trim and fascia must be fully finished (final topcoat applied) with a high-quality 100% acrylic latex 
exterior paint system on all exposed surfaces and edges within 180 days of installation. Exposure longer than 180 days 
without full finishing may void the warranty. For Pre-Finished CoreVantage, all cut ends must be primed and painted 
to ensure full compliance with warranty requirements.
•	Start from the bottom and work upward to avoid streaks.
•	Rinse with a garden hose using a low-pressure spray (40–60 PSI is ideal).
•	Wash with mild soap and water. Use a soft brush, cloth, or sponge. (We recommend something like Dawn dish soap, 	
	 do not let soap dry on trim)
•	Rinse thoroughly with the hose again, making sure to remove all soap residue.
•	Spot clean missed areas as needed.

•	No harsh chemicals. They can damage the finish.
•	No high-pressure washers or nozzles. These can cause serious damage.  
   (Some nozzles can reach 300 PSI, and power washers can go up to 4000 PSI!)

•	For Primed CoreVantage, touch-up with a high‑quality 100% acrylic latex exterior paint.
•	For Pre‑Finished CoreVantage, use Valspar® Ultra White for any on‑site touch ups or visit your local paint shop for  
    a precise color match.
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TOUCH UP YOUR TRIM


