Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Description

Zero Track Pro stands out with its ease of installation on surfaces, as well as with its
minimized dimensions and minimalist aesthetics where, once integrated into the space,
the eye cannot tell whether the line of the profile is on the surface or recessed into the
ceiling/wall instead.

Its reduced dimensions also hold the technology to control adjustment with protocols
that allow professional management of appliances through data paths or wirelessly
(either in broadcast mode or individually, point to point).

Lamp
System Lamp Type LED
Color Temperature 2700K, 3000K
. Color Rendering CRI9O
Recessed Installation
Recessed Reinforced Application General Lighting
E ! Physical
Material Aluminum
. Ingress Protection Rating P20
Light Modules
Finishes W 14 - Black
\ Installation type Recessed
7‘ } ) I; ;“ Environment Indoor
Field cuttable Yes
: } } l Electrical & Control
Driver location Remote
Certifications Driver Input Voltage 120V-277V
o @ s Class 2 Driver Output Voltage 24V
LISTED Control Non Dimmable / Dali / 1-10V / Casambi
Photometrics
For current IES files please visit arch.
flosusa.com
Warranty
2 years from date of sale.
FLOS. USA
36lEast 31st Street @
,?,L:Vteé?kz NY. 10016 For more information contact your representative or go to architectural.flosusa.com c us
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Notes

Wattage per linear foot is dependent upon quantity and type of light modules used.

Contractor to supply wire from driver to luminaire. Drivers should be installed in a
suitable electrical enclosure (by others), and an accessible location.

_/\[>’, Remote power supply

0-10V dimming control unit is not included. Compatible dimmers to be used must be
“active 0-10V" or employ the Dim Control Unit (DCU).

The maximum length that can be fed with a single 96W driver is 19'-6"", however
voltage drop may limit actual lengths to shorter runs. Consult factory for specific
application assistance.
X 3500K and other CCTs are available but not cataloged. Consult factory.
Recessed Installation

Recessed Reinforced

Light Modules

&\
v T r 5P "

M{/ \ :
Certifications / _\/ /

ClaSS 2 Corner inner ( e
(H us

Live end
LISTED =\
. v
Photometrics

Installation

Straight connector

For current IES files please visit arch.
flosusa.com L e and

Warranty

2 years from date of sale.

FLOS. USA

36 East 31st Street

Suite 402 . . . ) c @ us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com

(800) 841.4011 ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Profiles

Interior electromechanical profile (24Vdc) from 1to 3m long for wall or ceiling installation, fastened with special screws and plugs
provided with the profile. Request power connectors, intermediate connectors and covers separately. Feed unit joints available in
the form of L, T and X in the same plane. It also has a linear electric connector for joining two track sections in the same plane and
a 900 electromechanical connector for joining profile sections in different planes (interior wall-wall, ceiling-wall). Aesthetic covers
for the inner profile gap available as an option.

39.4" [1 m] Profile 78.7" [2 m] Profile 118.1"" [3 m] Profile

Part Number: Part Number: Part Number:

Dimmable Non Dimmable Dimmable Non Dimmable Dimmable Non Dimmable
Il 06.0450.14 [l 06.0453.14 Il 06.0451.14 [l 06.0454.14 Il 06.0452.14 [l 06.0455.14

0.78" 0.78" 0.78"
| | P |
~ ~ ~
o o o
— — —
0.45 0.45" 0.45
2.32 2.32" 2.32
FLOS. USA
36 East 31st Street
Suite 402 ) . : ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.4011 ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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FLOS

Architectural

Zero Track Pro Recessed

Fixture Type

Job Name

High-tech LED lighting system for interior architecture

Power Supply

LED Driver, 24VDC, 60W, Non-Dimming,
120-277V

LED Driver, 24VDC, 96W, Non-Dimming,
120-277V

Part Number:

LEDSB60W24V-NDM-D1

Part Number:

LEDSB96W24V-NDM-D1

Dimming controllers

Dimming Control Unit Box 24V - 48V
0-10V Required for a 0-10V Dimming
installation. 1 Dimming control can
control up to 20 fixtures

Part Number:

l 08.0613.14A

21 @2
o
(%)
1)
2.14

3,3" 0.66"

FLOS. USA

36 East 31st Street
Suite 402

New York N.Y. 10016
(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com
©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025
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FLOS

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Connectors

Fixture Type

Job Name

Live End Feed T Connector

Feed unit for remote power supply unit. T-shaped connector with no feed entry.

Power cable inserting is possible both

from the Rear and the side. Access from
above required.

X Connector
Cross-shaped connector with no feed
entry.

Part Number: Part Number:

[l 06.0456.14 ] 06.0459.14.90

Part Number:

] 06.0460.14.90

0.43"

3.42"

E —— S—

© [ ]

18" 4.56"
6.37"

3.42"

0.43"

6.37"

Straight Connector
Intermediate connector with no feed
entry.

Part Number:

M o06.2608.14

4.42"

FLOS. USA
36 East 31st Street
Suite 402

New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Corners

90¢° Corner Inner Corner
900 flat corner with no feed entry. Ceiling/wall - wall/wall inner corner with
no feed entry.

Part Number: Part Number:

W 06.0457.14 [l 06.0458.14

Accessories

Blind End
End Cap. 2 unit kit.

Part Number:

Bl o06.0461.14

FLOS. USA
36 East 31st Street

Suite 402
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com c @ us
(800) 841.4011 ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Find Me O - Designed by Jorge Herrera

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play). Accessories included (honeycomb grid and protection bar).

gn [ ] 40 White Il 4Black [ EQBrushed [  ERBrushed [l ES Brushed
: Copper Steel Bronze
Y
+ Non Dimmable 2 N
+ CB = Casambi y
) ’
o~
+ DA = Dali
- V=110V
‘ CCT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Part Number Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  15°
15 him) _E0x) _ D{m)
11925 026
2700 20 276 169 35w 150 05.5100 I
. 4 120 1.03
D 40 White e
. 14 Black + Non Dimmable
. EQ Brushed Copper | * DA = Dali
« 1V =110V
| ER Brushed Steel - CB = Casambi Seam e 15°
[ Es Brushed Bronze e
2 521 0.52
3000 90 302 183 3.5wW 150 05.5105 T m on
4 130 1.03
5 83 129
Luminous flux luminaire
183Im
BeamAngle: 25°
— 1 928 045
2700 90 276 179 3.5W 250 05.5101 Lan
D 40 White a 58 179
5 37 223
. 14 Black « Non Dimmable
. EQ Brushed Copper | * DA =Dali
« 1V =110V
ER Brushed Steel + CB = Casambi "
| Beam Angle: *
. ES Brushed Bronze peo | |1 " b e om
b0 0 1 1006 0.45
3000 20 302 194 3.5W 250 05.5106 %
4 63 1.79
02 1006 cd 0°] 5 40 223
Luminous flux luminaire
194 Im
The control system with the Casambi version of light fixtures is directly and individually regulated wirelessly using the application FLOS Control® powered by Casambi.
FLOS. USA
36 East 31st Street
Suite 402 ) . ] ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Find Me 1 - Designed by Jorge Herrera

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play). Accessories included (honeycomb grid and protection bar).

[ ] 40 White Il 4Black [ EQBrushed [  ERBrushed [l ES Brushed
29" Copper Steel Bronze
+ Non Dimmable e PN S
+ CB = Casambi . - :
5 y
LY =
+ DA = Dali .
- V=110V o
‘ CCT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Part Number Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  14°
A hr) E)_Dim)
1 4167 024
2700 20 432 309 5.5W 140 05.5110 Iy
. 4 260 095
D 40 White ¢ e
Luminous flux luminaire
. 14 Black + Non Dimmable i
. EQ Brushed Copper | * DA = Dali
« 1V =110V
| ER Brushed Steel - CB = Casambi P
[ Es Brushed Bronze e
3000 20 446 314 5.5W 140 05.5115 20 0
3 466 073
4 262 097
5 168 1.21
Luminous flux luminaire
314Im
Beam Ange: 20°
— 11893 035
2700 90 432 284 55W | 200 05.511 L
5 76 176
. 14 Black « Non Dimmable
. EQ Brushed Copper | * DA =Dali
« 1V =110V
ER Brushed Steel - CB = Casambi 20
| Beam Angle: °
. ES Brushed Bronze oo | |1 " b e om
b0 0 1 1927 0.35
3000 20 446 289 5.5W 200 05.5116 ﬂ
4 120 141
02 1927 cd 0°] 5 77 176
Luminous flux luminaire
2891m
The control system with the Casambi version of light fixtures is directly and individually reqgulated wirelessly using the application FLOS Control® powered by Casambi.
FLOS. USA
36 East 31st Street
Suite 402 ) . ] ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Find Me 2 - Designed by Jorge Herrera

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play). Accessories included (honeycomb grid and protection bar).

29"
[ ] 40 White B 4Black [ EQBrushed [ ERBrushed [l ES Brushed
~ Copper Steel Bronze
o
+ Non Dimmable in
+ CB = Casambi o~
~
<
Ve
018" ® 4
6.3"
+ DA = Dali i
+ 1V =110V S »
in
o
~
<
01.8"
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle: 10°
1 9243 0.8
2700 90 724 479 10.5W 100 05.5120 22311 035
D 40 White 31027 053
" 4 578 070
. 14 Black + Non Dimmable 5 370 088
« DA =Dali
. EQ Brushed Copper | . 1y =1-10v
|ER Brushed Steel | * CB = Casambi e
ES Brushed Bronze P
3000 90 781 531 10.5W 100 05.5125 . ﬁ
4 640 0.70
5 410 0.88
Luminous flux luminaire
531Im
Beam Angle: 19°
bl EG) Dim)
1 1989 0.34
2700 90 724 441 10.5W 190 05.5121 2 497 067
D 40 White 3 221 101
. 4 124 134
. 14 Black + Non Dimmable 5 80 168
+« DA =Dali ::2’1’“\::0% flux luminaire
. EQ Brushed Copper | . 1y = 1-10v
ER Brushed Steel * CB = Casambi j
i A b El) Dl
ES Brushed Bronze L2 834
3000 90 781 489 10.5W 190 05.5126 . § Z: ?;Z
4 138 1.34
5 88 1.68
» o Beam Angle:  32°
1 b EW) Dim)
le0* 60 1 722 057
2700 90 724 364 10.5W 320 05.5122 . 2 180 115
[ ]40white s m in
4 45 2.29
. 14 Black « Non Dimmable 50 722cd X300 5 20 287
« DA = Da|| ézﬂ::ous flux luminaire
. EQ Brushed Copper | . 1y =110v
|ER Brushed Steel | * CB = Casambi 3 0
ES Brushed Bronze K2 ) e e
3000 90 781 404 10.5W 320 05.5127 . e
4 50 2.29
(30° 801 cd 30 5 32 287
Luminous flux luminaire
Im
FLOS. USA
36 East 31st Street
Suite 402 i . . . ¢ us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.4011 ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Find Me 1 Suspension - Designed by Jorge Herrera

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play). Accessories included (honeycomb grid and protection bar).

+ Non Dimmable « DA = Dali ) .
. CB = Casambi . 1V = 110V [ ] 40whnite ] 14 Black [ EQ Brushed ERBrushed [l ES Brushed
Copper Steel Bronze
29" 63 ' ¥ ¥ ¥
T %
o e}
© © | =
01.2" 91.2"
‘ CCT CRI Initial Delivered ‘ Watts Beam Part Number Finish Dimming Protocol Photometric
Lumens Lumens Spread
Beam Angle:  14°
140 him) _E0x) _ D{m)
1 4167 024
2700 20 432 309 5.5W 140 05.5130 Iy
. 4 260 095
D 40 White ¢ e
Luminous flux luminaire
. 14 Black + Non Dimmable i
. EQ Brushed Copper | * DA = Dali
« 1V =110V
| ER Brushed Steel - CB = Casambi P
[ Es Brushed Bronze e
3000 20 446 314 5.5W 140 05.5135 20 0
3 466 073
4 262 097
5 168 1.21
Luminous flux luminaire
314Im
Beam Ange: 20°
— 1 1240 035
2700 90 432 186 55W | 200 05.5131 e
[ ]40wnite « _nm
5 50 176
. 14 Black « Non Dimmable
. EQ Brushed Copper | * DA =Dali
« 1V =110V
ER Brushed Steel + CB = Casambi "
| Beam Angle: °
. ES Brushed Bronze o] [t T w0 o
b0 0 1 1287 0.35
3000 20 446 193 5.5W 200 05.5136 %
4 80 1.4
02 1287 cd 0°] 5 51 176
Luminous flux luminaire
193Im
The control system with the Casambi version of light fixtures is directly and individually reqgulated wirelessly using the application FLOS Control® powered by Casambi.
FLOS. USA
36 East 31st Street
Suite 402 ) . ] ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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FLOS

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Magic Stick - Designed by Jorge Herrera

Fixture Type

Job Name

LED diffuse lighting module for installation in the Zero Track Pro system. Can be adjusted by rotating from its central line. Electronic DC/DC
converter incorporated. Individual control via DALI protocol and broadcast mode via 1-10V.

39" /5.7

6.3"

0.5"

35.4"

*Custom Rod available

Magic Stick 100

[] 40 White

Il 14 Black

[ EQ Brushed Copper

. ER Brushed Steel

[ ES Brushed Bronze

ccT ‘ CRI ‘ Initial ‘ Delivered | Watts Beam ‘ Rod Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle: 131°
\ B0 _Din)
1310 = 1153 434
2700 90 160 587 10.5W s 39" 05.3200 X 238 869
diffuser D 40 White 3 171303
4 10 17.38
. 14 Black « Non Dimmable 5 6 2172
. DA = Dali Luminous flux luminaire
. EQ Brushed Copper | . 1y =110v
ER Brushed Steel pemige 1
- 131° P
o ES Brushed Bronze Py
3000 | 90 | 1201 608 osw | 39" 05.3201 H Y
diffuser 3 18 1303
a4 10 17.38
5 6 2172
l‘;srsﬁllr:ous flux luminaire
Magic Stick 145
ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Rod Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Boam Angle: 131°
e hr)E D)
1310 = 1153 a3
2700 90 160 587 10.5W s 57" 05.3220 X 238 869
diffuser D 40 White 3 171308
4 10 17.38
. 14 Black + Non Dimmable 5 6 2172
- DA = Dali Iég;n‘\:ousﬂux luminaire
. EQ Brushed Copper | . 1y =110v
ER Brushed Steel
- 131°
o ES Brushed Bronze
3000 | 90 | 1201 608 osw | 57" 05.3221 H
diffuser
Luminous flux luminaire
608 Im
FLOS. USA

36 East 31st Street

Suite 402

New York N.Y. 10016

(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com

©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025
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Fixture Type

Job Name

FLOS

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Magic Stick Asymmetric - Designed by Jorge Herrera

LED diffuse lighting module for installation in the Zero Track Pro system. Can be adjusted by rotating from its central line. Electronic DC/DC
converter incorporated. Individual control via DALI protocol and broadcast mode via 1-10V.

[] 40 White —

[l 14 Black

63" [ EQ Brushed Copper
mn
2 Y
Oy 4l ot
™
. ER Brushed Steel
39.4" 27" T
*Custom Rod available I ES Brushed Bronze \
Magic Stick 100 Asymmetric
‘ ccT ‘ CRI ‘ Initial ‘ Delivered | Watts Beam ‘Rod ‘Part Number‘ Finish ‘Dimming Protocol Photometric
Lumens Lumens Spread
Linear
Beam Angle: Beam Angle: 131°
him_Ew_Om) hm_EW_Dtm
1319 Linear » D 40 White 1675 029 1153 a3
2700 90 160 587 12W 170 Spot 39 05.3210 . 2 169 059 2 38 869
14 B‘aok 3 75 088 3 17 13.03
4 42 118 4 10 17.38
. EQ BrUShed . Luminous flux luminaire ° oo Luminous flux luminaire : e
Copper « Non Dimmable 136 Im 587 Im
« DA = Dali
ER Brushed - V=110V Linear
. Steel Beam Angle:  17° Beam Angle: 131°
him) E(x) D(m) him) _E(x) _D{m)
1310 Linear ES Brushed 1 6% 02 1156 434
3000 90 1201 608 12w 170 Spot 39" 05.3211 . Bronze 2 174 059 2 a0 &9
3 78 0.88 3 18 13.03
4 44 118 a4 10 17.38
5 28 147 5 6 21.72
Luminous flux luminaire Luminous flux luminaire
140 Im 608 Im
Magic Stick 145 Asymmetric
ccT ‘ CRI ‘ Initial ‘ Delivered | Watts Beam ‘Rod ‘Part Number‘ Finish ‘ Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  17° Beam Angle: 131°
hm_Ew Ot hm_EW_ Dtm
oLij i 1615 029 1153 a3
2700 | 90 | 1160 587 ew |2 S'-p'gtear 57" 05.3230 [ |40wnite 2w 0w Y
3 75 088 3 17 13.03
. 14 Black 4 4 118 4 10 17.38
5 27 147 5 6 2172
. EQ (B;gjsgeerd + Non Dimmable I;ggn‘nousf\ux luminaire lgg;nllrr;ousﬂux luminaire
« DA = Dali
- V=110V Linear
AER Zigzved Beam Angle:  17° Beam Angle: 131°
him) E(x)  D(m) him) _E(x) _Dm)
131° Linear 1698 029 1158 434
3000 | 90 | 1201 608 2W  |ospot | 57" 05.3231 I Es Brushed Z_m 0w 2 w0 s
Bronze 3 78 088 3 18 13.03
4 44 118 a4 10 17.38
5 28 147 5 6 21.72
Luminous flux luminaire Luminous flux luminaire
140 Im 608 Im
FLOS. USA

36 East 31st Street

Suite 402

New York N.Y. 10016

(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com

©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Atom 90 - Designed by Piero Lissoni

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play).

[ ] 40 White B 4Black [ EQBrushed "  ERBrushed [l ES Brushed
Copper Steel Bronze

+ Non Dimmable

+ CB = Casambi -
- DA =Dali 5
« 1V =110V -
™
20.9"
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Part Number Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  14°
1 2564 025
2700 20 432 224 55W | 140 05.5140 e
. 4 160 1.02
D 40 White 5 103 127
. 14 Black « Non Dimmable
. EQ Brushed Copper | * DA =Dali2
« 1V =110V
| ER Brushed Steel + CB = Casambi SeamAngie: 147
o Wi him) E(lx) Dim)
. ES Brushed Bronze .M A 1 w2 oz
3000 90 446 247 5.5W 140 05.5145 e
4 177 1.02
[30°. 2827 cd 30 5 113 1.27
Luminous flux luminaire
247 Im
Beam Angle:  25°
he) € D
1 1353 045
2700 90 432 261 5.5W 250 05.5141 e
[ ]40white PR
5 54 223
. 14 Black + Non Dimmable
. EQ Brushed Copper | * DA=Dali2
+ 1V =110V
ER Brushed Steel + CB = Casambi .
| Beam Angle: °
. ES Brushed Bronze B
1 1498 045
3000 90 446 289 5.5W 250 05.5146 z ?Zz ?zz
4 94 1.79
5 60 223
Luminous flux luminaire
289 1m
The control system with the Casambi version of light fixtures is directly and individually regulated wirelessly using the application FLOS Control® powered by Casambi.
FLOS. USA
36 East 31st Street
Suite 402 ) . ] ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Atom 120 - Designed by Piero Lissoni

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play).

29"

[ ] 40 White B 4Black [ EQBrushed "  ERBrushed [l ES Brushed
o Copper Steel Bronze
o
+ Non Dimmable
+ CB = Casambi B -
<
6.3"
+ DA = Dali
« 1V =110V
91.2"
‘ ccT CRI Initial Delivered | Watts ‘ Beam Part Number Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  14°
1 5839 0.24
2 1460 048
2700 90 600 433 8W 140 05.5150 T
. 4 365 095
D 40 White 5 234 119
. 14 Black « Non Dimmable
. EQ Brushed Copper | * DA =Dali2
« 1V =110V
| ER Brushed Steel + CB = Casambi P——
o Wi him) E(lx) Dim)
. ES Brushed Bronze .M A 1 e oz
2 1470 049
3000 90 648 440 8w 140 05.5155 e
4 367 097
[30°. 5879 cd 30 5 235 1.21
Luminous flux luminaire
440 Im
Beam Angle:  20°
M) € D
1 2557 035
2700 90 600 364 8w 200 05.5151 F——
[ ]40white P
5 102 176
. 14 Black + Non Dimmable
. EQ Brushed Copper | * DA=Dali2
- 1V =110V
ER Brushed Steel + CB = Casambi 20
| Beam Angle: °
. ES Brushed Bronze F el
1 2621 035
3000 90 648 373 8W 200 05.5156 ﬂ
4 164 141
5 105 176
Luminous flux luminaire
373Im
The control system with the Casambi version of light fixtures is directly and individually regulated wirelessly using the application FLOS Control® powered by Casambi.
FLOS. USA
36 East 31st Street
Suite 402 ) . ] ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Atom 200 - Designed by Piero Lissoni

LED general lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless adjustment
via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google Play).

Y D 40 White . 14 Black
>'—<
| - e s u] =
+ Non Dimmable
+ CB = Casambi R
&
97.5"
[ EQ Brushed " ERBrushed
Copper Steel
6.3"

+ DA = Dali
« V=110V
& ] ESBrushed
Bronze
@7.5"
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts ‘ Beam Part Number | Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
! Beam Angle: 110°
1oe o "9 bm e owm
le0? %0° 1 145 286
2700 90 1005 395 105W | 1100 diffuser | 05.5160 s
. 4 9 1145
[ ]40white o e v 5 e
Luminous flux luminaire
. 14 Black + Non Dimmable wn
. EQ Brushed Copper | * DA=Dali2
< 1V =110V
ER Brushed Steel - CB = Casambi beam nge: 110°
o 70 him) 1x) )(m)
[ Es Brushed Bronze o] s e,
3000 90 1080 424 105W | 1100 diffuser | 05.5161 e
4 10 1145
02 154 cd 0°] 5 6 14.32
k;m:ous flux luminaire
The control system with the Casambi version of light fixtures is directly and individually regulated wirelessly using the application FLOS Control® powered by Casambi.
FLOS. USA
36 East 31st Street
Suite 402 ) . ] ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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FLOS

Architectural

Zero Track Pro Recessed

High-tech LED lighting system for interior architecture

Light Stripe

Fixture Type

Job Name

LED diffuse lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual control via DALI

protocol and broadcast mode via 1-10V.

s — ]
e

0.31" 24.2" /36" ] 47.8"
‘ ccT ‘ CRI ‘ Initial ‘ Delivered | Watts Beam ‘ Length Part Number Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  115°
e W& D
. " 1 87 3.15
2700 | 90 | 555 259 w1 Light Stripe 600 | 45 5590 i = e
diffuser 242" 310 om
N 4 5 1259
5 3 1573
Beam Angle: 115°
« Non Dimmable 115 :m ::,; :wms
0 i 1 -
3000 | 90 | 582 272 w | Light Stripe 900 | (15 50 [l 14 Back |- 1=tV PP
diffuser 36" . DA =Dali2 319 9m
4 11 1259
5 7 1573
-Es‘g{‘i,"'a 115°
o . .
2700 | 90 | 518 ow |1 Light Stripe 1200 | 5 5592 -
diffuser 47.8" -
i 12.59
15.73
I#;n‘r\:ous flux luminaire
Beam Angle: 115°
him) _E(x) _ D{m)
1150 Light Stripe 600 e 19 35
3000 90 166 544 10w ; 05.5293 2 23 629
diffuser 24.2" 3 10 944
4 6 1259
5 4 1573
+ Non Dimmable
o Light Stripe 900 _
2700 | 90 | 1667 777 Bsw |1° gnt St 05.5294 Il 4Black | - v=riov
diffuser 36" « DA =Dali2
1150 Light Stripe 1200
3000 90 1750 816 13.5W ; 05.5295
diffuser 47.8"
Luminous flux luminaire
816Im
FLOS. USA
36 East 31st Street
Suite 402

New York N.Y. 10016
(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com

©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Light Shadow Spot 30

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual control via DALI
protocol and broadcast mode via 1-10V.

[] 40 white B 14 Black M eqBrushed T ERBrushed [ ES Brushed
6.3 Copper Steel Bronze
01.3"
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts ‘ Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle: 10°
him) ElY) D{m)
= 13772 018
2700 90 257 209 4w 100 05.5170 D40 Whit T
ite
4 236 072
2 5 151 0.90
Il 4 Black . Non Dimmable e —
. EQ Brushed Copper | * DA =Dali
- 1V =110V ]
ER Brushed Steel . B ] S 1
Bl 5 Brushed 5 ——
3000 90 263 214 4w 100 05.5175 rushed Bronze R y 2966 036
3 429 054
4 241 072
02 3862 cd 0°] 5 154 0.90
Lum:ous flux luminaire
Beam Angle: 22
1 1374 039
2700 920 257 201 A 220 05.5171 . 2 on
[ ]40wnite PR
4 86 156
. 14 Black + Non Dimmable 5 55 1.95
. EQ Brushed Copper | * DA = Dali
: 1V :]’10\/ Beam Angle:  22°
ER Brushed Steel 0 9 )t o
| A
. ES Brushed Bronze 6o &% 7; “‘;‘;ﬁ 33‘;
3000 90 263 205 aw 220 05.5176 Lo
4 88 1.56
[30°. 1402 cd 30 5 56 1.95
'58?;,‘:0“5 flux luminaire
Beam Angle:  33°
b EG) Ot
33° DN
1 625 0.60
2 156 1.19
2700 20 257 200 aw 330 05.5172 [ ] 40 white Lt
4 39 239
. 14 Black + Non Dimmable 2o
. EQ Brushed Copper | * DA =Dali
« 1V =110V Beom Angle:  33°
| ER Brushed Steel N D)
. ES Brushed Bronze ; ?z: ??2
3000 90 263 204 4w 330 05.5177 P
4 40 239
5 26 299
Beam Angle:  46°
N0 Dim)
1 396 084
2 99 1.69
2700 20 257 209 4W 460 05.5173 D 40 White T
4 25 338
. 14 Black + Non Dimmable sz
. EQ Brushed Copper | * DA =Dali
‘ 1V;1-1OV Beam Angle:  46°
| ER Brushed Steel N0 D)
ES Brushed Bronze e as
3000 90 263 214 4w 460 05.5178 . e
4 25 3.38
5 16 4.22
;mrw:ous flux luminaire
FLOS. USA
36 East 31st Street
Suite 402 . . . .
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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FLOS

Architectural

Zero Track Pro Recessed

High-tech LED lighting system for interior architecture

Optional Accessories - Light Shadow Spot 30

Fixture Type

Job Name

Honeycomb

CCT Increaser Filter D58

2700K > 3125£75K
3000K > 3600+£75K

CCT Decreaser Filter D12

2700K > 2450+£75K
3000K » 2700+£75K

Part Number:

Part Number:

Part Number:

08.0790.00 08.0792.00
08.0791.00
FLOS. USA
36 East 31st Street
Suite 402 ) . : ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

Light Shadow Spot 45

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual control via DALI
protocol and broadcast mode via 1-10V.

6.3 [ ] 40 White B 14 Black M cQBrushed T ERBrushed [l ES Brushed
- . Copper Steel Bronze
™ y
02"
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts ‘ Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
. Beam Angle:  15°
15° o Y him) _Elx) Dim)
07 %0°) 18012 027
2700 90 799 650 ow 150 05.5180 , e
D 40 White 4 501 107
30°. 8012 cd 30 5 320 134
Il 4 Black . Non Dimmable Lo o nare
. EQ Brushed Copper | * DA =Dali
- 1V =110V )
ER Brushed Steel N I
Bl 5 Erusho ] o
[60°, 60°) —
3000 90 844 686 ow 150 05.5185 rushed bronze 2 au 0w
3 940 0.80
4 528 1.07
[30°. 8456 cd 30 5 338 1.34
tgérr;r\:ousﬂuxlummawe
besm Angie: 21°
1 5163 036
2 1291 073
2700 90 799 645 10w 210 05.5181 D 40 White ——
4 323 146
. 14 Black + Non Dimmable 5 207 182
. EQ Brushed Copper | * DA =Dali
| ‘ 1V = 1-10\/ Beam Angle:  21°
| ER Brushed Steel ot o
ES Brushed Bronze PaT—
3000 90 844 682 1ow 210 05.5186 H e s
4 341 146
5 218 1.82
. Beam Angle:  31°
| b€ Ot
3 12296 056
2 574 111
2700 90 799 646 10w 310 05.5182 D 40 White P——
4 144 222
. 14 Black + Non Dimmable e 0z
. EQ Brushed Copper | * DA = Dali
: 1V = ]’10\/ Beam Angle:  31°
ER Brushed Steel 0 P b o
| A
[ Es Brushed Bronze o a0
3000 90 844 682 ow 310 05.5187 e
4 152 222
130°. 2425 cd 30 5 97 278
Luminous flux luminaire
6821m
FLOS. USA
36 East 31st Street
Suite 402 ) . : ] C us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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FLOS

Architectural

Zero Track Pro Recessed

High-tech LED lighting system for interior architecture

Optional Accessories - Light Shadow Spot 45

Fixture Type

Job Name

Honeycomb

CCT Increaser Filter D58

2700K > 3125+£75K
3000K > 3600+£75K

CCT Decreaser Filter D12

2700K > 2450+£75K
3000K » 2700+£75K

Part Number:
08.0793.00

Part Number:
08.0794.00

Part Number:
08.0795.00

FLOS. USA

36 East 31st Street
Suite 402

New York N.Y. 10016
(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com

BUS

©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

My Spot 25 Short

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play).

D 40 White . 14 Black . EQ Brushed r  ERBrushed . ES Brushed
Copper - Steel Bronze

‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle: 1
+ Non Dimmable bmEB_Dm)
257 167 47TW . DA = Dali 12870 020
2700 90 1o 05.5300 2717 040
« 1V =110V 3 319 060
[ ]40white 0w
232 151 3.8W . 14 Black + CB = Casambi soms e
. EQ Brushed Copper
Beam Angle: 1
| ER Brushed Steel . Non Dimmable .
265 172 4TW ES Brushed Bronze | - DA = Dali Lz 00
3000 90 1o 05.5305 . 212 040
« 1V =110V 3 328 060
4 185 0.80
239 155 3.8W - CB = Casambi some e
Boom Angle: 25°
+ Non Dimmable hm) E) D)
257 173 4T7W . DA = Dali 1883 044
2700 20 250 05.5301 .V = 0V S
D 40 White 4 55 175
232 196 38w Il 4 Black  CB = Casambi e
173Im
. EQ Brushed Copper
Beam Angle:  25°
| ER Brushed Steel . Non Dimmable o £ o
265 178 ATw . ES Brushed Bronze - DA = Dali Py
3000 90 250 05.5306 S
« 1V =110V 3101 131
4 57 175
239 160 3.8W + CB = Casambi s
Beam Angle:  40°
+ Non Dimmable B El9 Dl
257 170 47TW . DA = Dali 1 a2 072
2700 90 400 05.5302 2106 145
« 1V =110V 3 4 217
[ ]40white —_
232 153 38w Il 4 Black > CB = Casambi o o
170Im
. EQ Brushed Copper
B Beam Angle:  40°
| ER Brushed Steel + Non Dimmable o P9 hm Ew  om
265 175 ATwW . ES Brushed Bronze + DA = Dali l60; of L8072
3000 90 400 05.5307 2109 145
< 1V =110V 3 48 217
4 27 290
239 158 28 - C8 = Casambi Lometl v
175Im
FLOS. USA
36 East 31st Street @
Suite 402 . . . .
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com c us
(800) 841.4011 ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

My Spot 25 Long

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play).

6.3"
QF"—‘ o
~
&
a7+
<
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle: 1
+ Non Dimmable bmEB_Dm)
257 167 47TW . DA = Dali 12870 020
2700 90 1o 05.5310 2717 040
« 1V =110V 3 319 060
[ ]40white o« om
232 151 3.8W Il 14 Black - CB = Casambi s e
. EQ Brushed Copper
Beam Angle: 1
| ER Brushed Steel . Non Dimmable Mi EB_Dfe)
265 172 A4TW ES Brushed Bronze « DA = Dali e —
3000 90 1o 05.5315 . 212 040
« 1V =110V 3 328 060
4 185 0.80
239 155 3.8W - CB = Casambi some e
Boom Angle: 25°
+ Non Dimmable hm) E) D)
257 173 47TW . DA = Dali 1883 044
2700 20 250 05.5311 .V = 0V S
D 40 White 4 55 175
232 196 38w Il 4 Black  CB = Casambi e
173Im
. EQ Brushed Copper
Beam Angle:  25°
| ER Brushed Steel . Non Dimmable o £ o
265 178 ATw . ES Brushed Bronze - DA = Dali Py
3000 90 250 05.5316 S
« 1V =110V 3101 131
4 57 175
239 160 3.8W + CB = Casambi s
Beam Angle:  40°
+ Non Dimmable B El9 Dl
257 170 47TW . DA = Dali 1 a2 072
2700 90 400 05.5312 2106 145
« 1V =110V 3 4 217
[ ]40white —_
232 153 38w Il 4 Black > CB = Casambi o o
170Im
. EQ Brushed Copper
Beam Angle:  40°
| ER Brushed Steel + Non Dimmable o P9 hm Ew  om
265 175 ATwW . ES Brushed Bronze + DA = Dali l60; of L8072
3000 90 400 05.5317 2109 145
< 1V =110V 3 48 217
4 27 290
239 158 3.8W * CB = Casambi oo i
175Im
FLOS. USA
36 East 31st Street @
Suite 402 . . i .
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com c us
(800) 841.4011 ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

My Spot 35 Short

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Play).

6.3"
D 40 White . 14 Black . EQ Brushed r  ERBrushed . ES Brushed
- Copper - Steel Bronze
™~
© T T
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts ‘ Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angle:  15°
+ Non Dimmable hm)E0 D)
756 580 1w . DA = Dali 1 1715 027
2700 90 150 05.5320 21919 053
. « 1V =110V 3 853 080
[ ]40white PRT
639 490 8w Il 4 Black + CB = Casambi Lo o mmgre
580 Im
. EQ Brushed Copper
Beam Angle:  15°
| ER Brushed Steel . Non Dimmable Mo €t oo
799 613 nw ES Brushed Bronze - DA = Dali ez oy
3000 90 150 05.5325 . .V =110V %
4 507 1.07
675 518 8w + CB = Casambi o o arare
613Im
7 ;&‘M‘ Beam Angle:  21°
+ Non Dimmable 55,7m§$. hm) b Dim)
AN
756 642 nw . DA = Dali ’ O‘,ﬁ‘s ) L om
2700 90 210 05.5321 .V = 0V AR ,'0' e
[ ]40white 7 P
6% 543 8w Il 14 Black * CB = Casambi e i
6421m
. EQ Brushed Copper
| ER Brushed Steel . Non Dimmable
799 679 nw . ES Brushed Bronze - DA = Dali
3000 90 210 05.5326
- V=110V
675 573 8w + CB = Casambi Luminous flux luminaire
679 Im
+ Non Dimmable :mml:‘; nzi>
2700 90 756 e mw 320 05.5322 « DA = Dali 11998 058
2 500 1.16
: ) + 1V =110V 3 o s
[ ]40white « s 2
639 542 8w Il 14 Black - CB = Casambi s w29
. EQ Brushed Copper
B Beam Angle:  32°
| ER Brushed Steel . Non Dimmable I
799 677 nw [ Es Brushed Bronze | - pA = Daii P
3000 90 320 05.5327 s —
- V=110V 3 234 175
4 132 233
675 572 8w + CB = Casambi Cuminous fuxarmnaire
677 Im
FLOS. USA
36 East 31st Street @
Suite 402 . . . .
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com c us
(800) 841.40M ©2025 Specifications and dimensions subject to change without notice. Issued 07.30.2025  LISTED
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Fixture Type
Job Name

Architectural

Zero Track Pro Recessed
High-tech LED lighting system for interior architecture

My Spot 35 Long

LED projection lighting module for installation in the Zero Track Pro system. Electronic DC/DC converter incorporated. Individual wireless
adjustment via Casambi. Casambi control implemented via the FLOS Control® app for mobile devices (available in the Apple Store and Google
Plav). 6.3"

D A e P e -

~
«
\/.'3,, ¥ 4
‘ ccT ‘ CRI ‘ Initial ‘ Delivered ‘ Watts ‘ Beam ‘ Part Number ‘ Finish Dimming Protocol ‘ Photometric
Lumens Lumens Spread
Beam Angie: 157
+ Non Dimmable hm) €00 Dm)
756 580 nw . DA = Dali 17675 027
2700 90 150 05.5330 21919 053
. « 1V =110V 3 853 080
D 40 White 4 480 1.07
639 490 8w Il 14 Black + CB = Casambi Lominous Tox e
580 Im
. EQ Brushed Copper
B Beam Angle:  15°
| ER Brushed Steel . Non Dimmable | 9w ew om
799 613 mw . ES Brushed Bronze - DA =Dali o* g L-snz_oz
3000 90 150 05.5335 <V = 1oV %
4 507 1.07
675 518 8w + CB = Casambi Lo e
613Im
+ Non Dimmable Egé%%- e
756 642 1w - =SSR 1 s o
. + DA = Dali 'llll\“ ) o on
2700 90 21 05.5331 . V= 1oV -
[ ]40white « 0 s
639 543 8w W ' Black - CB = Casambi o
. EQ Brushed Copper
I Beam Angle:  21°
| ER Brushed Steel . Non Dimmable Mol_E0 ot
799 679 nw . ES Brushed Bronze - DA = Dali Len s
3000 90 210 05.5336 <V = 1oV %
4 349 151
675 573 8w + CB = Casambi 5o
Beam Angle:  32°
« Non Dimmable hm)_E(0_ Dm)
756 641 1w « DA = Dali 11998 058
2700 90 320 05.5332 2500 116
X « 1V =110V 3 222 175
[ ]40white « s 2
639 542 8w . 14 Black - CB = Casambi e
1Im
. EQ Brushed Copper
| ER Brushed Steel . Non Dimmable
799 677 nw [ Es Brushed Bronze | - pA = Daii
3000 90 320 05.5337 .V = 1oV
675 572 8w + CB = Casambi Luminous lux luminaire
677 Im
FLOS. USA
36 East 31st Street @
Suite 402 . . . .
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com c us
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