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Designed by Michael Anastassiades

IC Light



Overview
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IC Light

IC Wall / Ceiling IC Floor

IC Floor Outdoor - Stone bases 

Led
M a x  8 W  E14

Led
M a x  15 W  E 27

Led
M a x  15 W  E 27

Led
M a x  8 W  E14

55 Brushed Stainless Steel/
Occhio di Pernice 

30 Black/Black Lava 18 Deep Brown/Travertino 
Imperiale 

59 Brass Finish/Grey Lava 

18 Deep Brown 30 Black 37 Burgundy Red

59 Brass Finish

55 Brushed Stainless 
Steel

37 Burgundy Red/Black Lava

Famille / Family

Finitions / Colours



IC Light

Description / Description

Appareil d’éclairage en applique à lumière diffuse pour 
l’extérieur disponible en deux dimensions. Structure en acier 
inox brossé, finition laiton brossé ou peint coloris noir mat ou 
rouge bordeaux. Les parties structurelles de l’appareil sont 
traitées par procédé de conversion chimique afin d’obtenir 
une résistance efficace aux agents atmosphériques. Pendant 
le montage et la maintenance des appareils, il convient de 
veiller à ne pas endommager le revêtement  de peinture à 
poudres. 
Diffuseur opalin en verre soufflé blanc brillant. L’appareil est 
équipé d’un joint pour une connexion étanche. Source lumi-
neuse E14/E27 non comprise.

Wall- or ceiling-mounted light fitting with diffuse light for 
exterior use available in two sizes. Frame in brushed stain-
less steel, brushed brass finish or painted opaque black 
or burgundy. The structure of the fitting is treated with a 
chemical conversion process for effective resistance to 
atmospheric agents. Special attention is recommended 
during installation and maintenance to prevent damage to 
the powder coating. 
Opalescent diffuser in shiny white translucent blown glass. 
The light comes with seals for IP-rated connection. Light 
source with E14/E27 connection not included.



IC Light
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IC Ceiling Wall 1 Outdoor

ø200

280

ø1
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Led: max 8W - E14 - 220-240V  

65

IP

2,2 Kg

IC Ceiling Wall 2 Outdoor

Led: max 15W - E27 - 220-240V

65

IP

3,8 Kg

F012H00C018
F012H00C030
F012H00C037
F012H00C055
F012H00C059

F012J00C018
F012J00C030
F012J00C037
F012J00C055
F012J00C059

1 x LED 8W E14 900lm 3000K cod. RF32291 [e] DIMMER
1 x LED 8W E14 900lm 2700K cod. RF32290 [e] DIMMER

1 x LED 15W E27 2000lm 2700K cod. RF32288 [e] DIMMER 
1 x LED 15W E27 2000lm 3000K cod. RF32289 [e] DIMMER

0°

135º

45º

135º

86 cd

Beam Angle DIR: 0°

h(m) E(lx) D(m)

1 86

2 21

3 10

4 5

5 0
Luminous flux luminaire
1400 lm

90º 90º

0°

90º

135º

90º

45º

135º

57 cd

Beam Angle DIR: 0°

h(m) E(lx) D(m)

1 57

2 14

3 6

4 4

5 0
Luminous flux luminaire
700 lm @3000K

@3000K
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Accessoires / Accessories

Accessoires / Accessories

Light source excluded. Optional 
LED bulb sold separately. Wall 
mounting system contains the 
wiring system. Watertight cable 
gland included.

Light source excluded. Optional 
LED bulb sold separately. Wall 
mounting system contains the 
wiring system. Watertight cable 
gland included.

Source lumineuse non 
comprise. Lampe LED en option 
à commander séparément. 
Système de fixation mural 
contenant le système de 
câblage. Oeillet d'étanchéité 
inclus. 

Source lumineuse non 
comprise. Lampe LED en option 
à commander séparément. 
Système de fixation mural 
contenant le système de 
câblage. Oeillet d'étanchéité 
inclus. 



IC Light

18
52

360

Ø300

IC Floor 1 Outdoor

13
50

320

Ø200

Led: max 8W - E14 - 220-240V

65

IP

5,0 Kg

IC Floor 2 Outdoor

Led: max 15W - E27 - 220-240V

65

IP

10,0 Kg

F012A01C018.A
F012A02C030.A
F012A02C037.A
F012A04C055.A
F012A03C059.A

1 x LED 8W E14 900lm 3000K cod. RF32291 [e] DIMMER 
1 x LED 8W E14 900lm 2700K cod. RF32290 [e] DIMMER

1 x LED 15W E27 2000lm 2700K cod. RF32288 [e] DIMMER 
1 x LED 15W E27 2000lm 3000K cod. RF32289 [e] DIMMER

F012B01C018.A
F012B02C030.A
F012B02C037.A
F012B04C055.A
F012B03C059.A

0°

135º

45º

135º

86 cd

Beam Angle DIR: 0°

h(m) E(lx) D(m)

1 86

2 21

3 10

4 5

5 0
Luminous flux luminaire
1400 lm

90º 90º

0°

90º

135º

90º

45º

135º

57 cd

Beam Angle DIR: 0°

h(m) E(lx) D(m)

1 57

2 14

3 6

4 4

5 0
Luminous flux luminaire
700 lm @3000K

@3000K
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Accessoires / Accessories

Accessoires / Accessories

Bulb not included.
5-m cable with Schuko IP44 
plug suitable for outdoor use.
Backlit floor dimmer switch on 
the IP65 cable enables ON/
OFF function and brightness 
regulation 30-100% (with 
dimmable LED bulb).

Bulb not included.
5-m cable with Schuko IP44 
plug suitable for outdoor use.
Backlit floor dimmer switch on 
the IP65 cable enables ON/
OFF function and brightness 
regulation 30-100% (with 
dimmable LED bulb).

Source non comprise. 
Câble adapté pour l'extérieur 
de 5 mètres de long 
avec prise Schuko IP44.                                               
Interrupteur variateur au 
pied rétro-éclairé IP65 sur le 
fil, avec fonctions ON/OFF 
et réglage du flux lumineux 
30-100% (avec lampe LED 
dimmable).

Source non comprise. 
Câble adapté pour l'extérieur 
de 5 mètres de long 
avec prise Schuko IP44.                                               
Interrupteur variateur au 
pied rétro-éclairé IP65 sur le 
fil, avec fonctions ON/OFF 
et réglage du flux lumineux 
30-100% (avec lampe LED 
dimmable).
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