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Family / Familia

In Vitro Unplugged

Led Edge Lighting

2,5W

115 Im - 2700K/CRI 80
124 Im - 3000K/CRI 80

In Vitro Bollard

i

Led Edge Lighting

11w

667 Im - 2700K/CRI 80
714 Im - 3000K/CRI 80

In Vitro Wall

Led Edge Lighting

11w

667 Im - 2700K/CRI 80
714 Im - 3000K/CRI 80

In Vitro Ceiling

Led Edge Lighting

13W

799 Im - 2700K/CRI 80
855 Im - 3000K/CRI 80

Colours / Colores

In Vitro Suspension

Led Edge Lighting

13W

799 Im - 2700K/CRI 80
855 Im - 3000K/CRI 80

In Vitro Rod

Led Edge Lighting

13W

799 Im - 2700K/CRI 80
855 Im - 3000K/CRI 80

01 White

25 Terracotta

In Vitro

12 Forest Green

30 Black

13 Pale Green

33 Anthracite

18 Deep Brown



Description / Descripcion

Luminaires for floor, wall and suspended installation, and
portable luminaire, with diffused light for outdoor use.
Opalescent diffuser integrated in the head and external tran-
sparent borosilicate safety glass.

The structural parts of the luminaire are made of extruded
die-cast aluminum, treated with a chemical conversion
procedure to ensure effective resistance to atmospheric
conditions. The body is powder coated and comes in various
finishes.

Integrated LED light source with Edge Lighting optical tech-
nology to ensure perfect light uniformity. Driver integrated

in the luminaire body available for ON/OFF and dimmable
control.

Bollard version comes with a watertight plug for power sup-
ply connection. The luminaire may be installed on any type of
flooring using anchors, to be selected by the installer depen-
ding on the type of surface. Accessory box for installation on
flooring to be concreted sold separately.

Unplugged version is equipped with a practical, colored
silicone handle and is easily recharged with a 120cm long
Micro USB-C cable. Dimmable driver in the body of the
luminaire with an integrated touch-dim system, accessible
through an optical switch sensor located on the head. With a
simple touch, light intensity can be adjusted through a 4-step
dimming function, ensuring a continuous emission for up to
6 hours.

Luminarias para instalacion en suelo, en pared, en techo,

en suspension y luminaria portatil, con luz difusa para uso
exterior.

Difusor opalescente integrado en el cabezal y cristal de
seguridad externo de borosilicato transparente.

Las partes estructurales de la luminaria estan hechas

de aluminio fundido a presién y extruido, tratado con un
procedimiento de conversion quimica para garantizar una
eficaz resistencia a los agentes atmosféricos. El cuerpo esta
recubierto en polvo y esta disponible en varios acabados.
Fuente de luz LED integrada con tecnologia optica Edge
Lighting para garantizar una perfecta uniformidad de la luz.
Driver integrado en el cuerpo de la luminaria disponible para
control ON/OFF y regulable.

La version Bollard se suministra con un conector estanco
para la conexion a la red. La luminaria puede ser instalada
en cualquier tipo de suelo mediante tacos a elegir por el
instalador en funcion del tipo de superficie. Disponible como
accesorio que debe pedirse por separado el encofrado para
la instalacion en un pavimento para hormigonar.

La version Unplugged esta equipada con una practica asa
de silicona en color y se recarga facilmente a través de un
cable Micro USB-C de 120 cm de longitud. El driver regula-
ble esta alojado en el cuerpo de la luminaria y dispone del
sistema touch-dimm integrado, al que se accede a través de
un sensor optico situado en el cabezal. Con un simple toque
es posible ajustar la intensidad luminosa de la lampara en 4
niveles de regulacion, asegurando una emision continua de
hasta 6 horas.
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