
LET US SERVE THE  PERFECT 
SERVE, WORLDWIDE. WITH:

THE 4TH

GENERATION
TAP MACHINE 

VOLUME & IMAGE



POWERFUL & PREMIUM. ALL AT THE SAME TIME. 

INCREASED CAPACITY WITH THE NEW 

THREE BOTTLE TAP SYSTEM, 

BUT MAINTENANCE-FRIENDLY USE. 

HIGH VOLUME USAGE.  
AT A LOW TEMPERATURE: -18°C. 

AND DESIGNED WITH A LOOK AND FEEL 

THAT OUR BARTENDERS DESIRE.
TO SERVE THE KICK OF THE ICE COLD.

HOW TO REACH THE PERFECT SHOT:

1. USE FROSTED GLASSES!

2. SERVE IT QUICKLY!

3. DON’T FORGET THE COOLING TIME*

*30-45 min (depending on ambient temperatures)

READY TO FUEL THE BEST NIGHTS? 
MEET THE RISING STAR OF THE 

JÄGERMEISTER TAP-FAMILY.



IMPORTANT FACTS
Model G4TM-EU

EAN 4067700032256  

Dimensions of device 43cm x 29cm x 51,4cm (HxWxD)

Net weight 20kg

Dimension of packaged device 63cm x 37,5cm x 54,5cm (HxWxD)

Gross weight 23kg

Power supply 220-240V, 50Hz, 145W

Power cable 3G, 0,75mm², 250V, 16A, 1.8m

Compressor 220-240V; 50Hz; Class: I; 1/5HP

Coolant/quantity R600a/42g

Temperature range -10°C - -21°C

Tank capacity 1470ml

Cooling time 30-45 min (depending on ambient temperatures)

Required safety distance 8cm behind dispending system/3cm on each side

Sorrounding conditions Only suitable for indoor use

IP safety class IP55

Noise level 57dB

Usable bottle size 200ml, 300ml, 375ml, 500ml, 700ml, 750ml, 1000ml, 1140ml

Average power consumption
(24h, without tapping)

1,325kwh
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