
Type of Fiber:

Construction:

Pattern Repeat:

Tufted Pile Height:

Face Weight: 

Color # Color Name Color # Color Name Color # Color Name Color # Color Name

711 Smooth 739 Cord 724 Twine 923 Braid

744 Flax 945 Thread 852 Grain 968 Character

SPECIFICATION SHEET

Type of Backing:

100% SureSoftSD™ Polyester

Texture Loop

NA

Density: ~3872
46 oz.

13/32

Style : MC118 Warp

MO

12'

3.0PAR:

Width:

Antimicrobial Treatment: Microban® Antimicrobial Technology

Available in 8 colors

Woven Polypropylene

2

Lifetime Limited Abrasive Wear
Lifetime Limited Fade Resistance
Lifetime Limited Stain Resistance(includes resistance to pet urine stains)
10 Year Limited Texture Retention
10 Year Limited Manufacturing Defects
Head or End Seams in this product are generally not acceptable to most users
Passes Methenamine Pill TestFlammability:

Secondary Backing:  
Twist

Warranty:

All product specifications are averages derived from product sample testing and are subject to normal manufacturing tolerances and testing 

tolerances. Density is an approximate calculation. Specifications may change without notice as long as product performance is not materially affected.

Carpet specifications are subject to change based on raw materials  and technical improvements. Updated specifications are available on our website www.phenixflooring.com




