
Ideal internal camera of vehicles, CAMA09 comes with a Window screen 
and interior mounting bracket and is certified IP67 for water and dirt ingress 
protection. An Analogue High Definition (AHD) camera with 960P resolution, 
CAMA09 provides an excellent picture, combined with Audio function.

FEATURES & BENEFITS
•	 960P AHD
•	 110° viewing angle
•	 Anti-Vibration
•	 IP67
•	 4 PIN

CAMA09-000
Internal Front/Interior Camera
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YEAR
NO-HASSLE
WARRANTY

2

960P

CAMERA SYSTEMS

CMOS 1/3 9” Pixel CMOS IMX225

RESOLUTION 1280 (H) x 960 (V)

FRAME RATE 25fps

VIEWING ANGLE 110 Degrees

FORMAT PAL

PIXEL SIZE 2.8um x 2.8um

SCAN SYSTEM Progressive Scanning

SYNC SYSTEM Internal

VIDEO OUTPUT AHD coaxial 1.0p-p, 750hm

GAMMA 
CONSUMPTION

0.45

GAMMA 
CORRECTION

Auto

DYNAMIC RANGE 50dB

WHITE BALANCE Auto

ELECTRONIC 
SHUTTER

1/50 (1/60) - 1/100,000s

BLC Auto

AUDIO Yes

IR DISTANCE N/A

MINUMIM 
ILLUMINATION

0LUX

CONNECTOR 4 Pin Female Aviation

POWER 12VDC

OPERATING 
TEMPERATURE

-10C - +50°C

IP RATING IP67

WEIGHT 96G

AUD

4 PIN Version - CAMA09-000
6 PIN Version - CAMA09-001

OPTIONS
Window Screen/Interior Mount Bracket - BKT0001

ACCESSORIES


