Project:
Customer:

There are three distinct pipe kits available:

©  a two-boiler pipe kit,

Technical submittal

Products: Purewell Variheat mk2 Pipekits - PV95c

)] Hamworthy|

Date:

Pre-assembled pipe kits include:

©  Isolating ball valves for water flow, return and gas inlet connection on each boiler
@ a three-boiler pipe kit and ©  Flow and return headers
G _boi . . . .
© fora four b0||(_er arr_angement, use &) Pre-assembled flow and return pipe subassemblies between boilers and headers
two 2-boiler pipe kits together.
o @ Flow line safety relief valve and %2" connection for pressure gauge
Each flow and return pipe is a single y ’ P gaug
continuous length of pipe, with & Return line drain valve and %" connection for expansion vessel in line with BS6644
flanged connections at each end, and - .
. ; L @ Blanking flanges for header ends
sized for the width of two boilers gtiang
or three boilers accordingly. ©  Support legs
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Flow / return centres B 425
Header flow connection C 908
Pipe flange to BS4504 DN100 (4") NB PN16

Every effort has been taken to ensure the details are accurate. Hamworthy Heating does not, however, guarantee the accuracy or completeness of any information nor does it accept liability for any errors or
omissions in the information. Hamworthy Heating reserves the right to make changes and improvements which may necessitate alteration to product specification without prior notice.
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