
PARAMETER 2

Incoming water temp 
from the heat source:

PARAMETER 3
Incoming water temp 
from the load side:

PARAMETER 4

Water temp going 
to the load side:

PARAMETER 5

Leaving water temp 
back to the heat source:

K1

K3

K2

K4

WARNING PLEASE MAKE NOTE: 
THIS IS A SALT WATER APPLICATION 

OR OVER 3PPM CHLORINE

INFORMATION NEEDED TO SIZE A HYDRO HEAT ELITE HEAT EXCHANGER

PARAMETER 1
SOURCE SIDE 
INFORMATION:

LOAD SIDE 
INFORMATION:

Capacity (BTU’s):

Max pressure drop (PSI):

GPM:

Max pressure drop (PSI):

GPM:

% of Glycol if any: % of Glycol if any:



Stainless Steel

TYPE
DIMENSIONS HTA SQ. 

FTA B C D

TTPB45 4.8 3.0 11.4  3.1 1.2

TTPB70  4.8 6.9 15.4 3.1 1.9

TTPB130 4.8 8.9 17.3 3.1 2.5

TTPB180  5.7 7.6 14.9 4.0 4.1

TTPB250  5.7 12.7 20.0 4.0 5.9

TTPB500  5.7 34.8 43.4 4.0 14.7

TTPB1000  7.5 26.8 37.2 5.5 21.2

Pool Heating

BOILER 
180ºF 1ºF/HR HEAT UP RATE 2ºF/HR HEAT UP RATE

POOL 
CAPACITY, 
GALLONS

Boiler 
Output 

Required, 
BTU/H

Boiler 
Side, min 

GPM

Stainless 
Steel 
Model

Titanium 
Model

Boiler 
Output 

Required, 
BTU/H

Boiler 
Side, min 

GPM

Stainless 
Steel Model

Titanium 
Model

1,000 8,345 2.0 TTPB180 TTPTI250 16,690 2.0 TTPB180 TTPTI250

2,000 16,690 2.0 TTPB180 TTPTI250 33,380 2.0 TTPB250 TTPTI250

4,000 33,380 2.0 TTPB250 TTPTI250 66,760 4.0 TTPB250 TTPTI350

6,000 50,070 3.0 TTPB250 TTPTI350 100,140 7.0 TTPB250 TTPTI350

8,000 66,760 4.0 TTPB250 TTPTI350 133,520 8.0 TTPB500 TTPTI350

10,000 83,450 5.0 TTPB250 TTPTI350 166,900 11.0 TTPB500 TTPTI350

12,000 100,140 7.0 TTPB250 TTPTI350 200,280 13.0 TTPB500 TTPTI350

15,000 125,175 8.0 TTPB500 TTPTI350 250,350 17.0 TTPB500 TTPTI350

20,000 166,900 11.0 TTPB500 TTPTI350 333,800 23.0 TTPB500 TTPTI500

25,000 208,625 14.0 TTPB500 TTPTI350 417,250 24.0 TTPB500 TTPTI750

30,000 250,350 17.0 TTPB500 TTPTI500 500,700 33.0 TTPB500 TTPTI750

40,000 333,800 23.0 TTPB500 TTPTI500 667,600 38.0 TTPB500 TTPTI750

50,000 417,250 24.0 TTPB500 TTPTI750 834,500 48.0 TTPB500 TTPTI750

60,000 500,700 29.0 TTPB500 TTPTI750 1,001,400 57.0 TTPB500 TTPTI750

70,000 584,150 33.0 TTPB500 TTPTI750 1,168,300 67.0 TTPB1000 TTPTI1000

80,000 667,600 38.0 TTPB500 TTPTI750 1,335,200 76.0 TTPB1000 TTPTI2000

90,000 751,050 43.0 TTPB500 TTPTI750 1,502,100 86.0 TTPB1000 TTPTI2000

100,000 834,500 48.0 TTPB500 TTPTI750 1,669,000 95.0 TTPB1000 TTPTI2000

125,000 1,043,125 60.0 TTPB1000 TTPTI1000 2,086,250 119.0 2xTTPB1000 TTPTI2000

150,000 1,251,750 72.0 TTPB1000 TTPTI2000 2,503,500 143.0 2xTTPB1000 2xTTPTI2000

175,000 1,460,375 83.0 TTPB1000 TTPTI2000 2,920,750 167.0 2xTTPB1000 2xTTPTI2000

200,000 1,669,000 95.0 TTPB1000 TTPTI2000 3,338,000 191.0 2xTTPB1000 2xTTPTI2000

Titanium

TYPE
DIMENSIONS HTA SQ. 

FTA B C D

TTPTI250 5.7 6.7 14.5 4.0 4.0

TTPTI350 5.3 10.6 18.6 4 5.5

TTPTI500 5.7 16.5 24.3 4.0 8.0

TTPTI750 5.7 26.4 34.2 4.0 11.9

TTPTI1000 5.7 36.2 44 4.0 15.9

TTPTI2000 8.0 33.7 44.9 5.5 25.8

Ideal Heating NA Technical information subject to change without notice.

For sales inquiries reach out to Ideal Heating NA 
at customerservice@idealheatingna.com

ALL DIMENSIONS ARE IN INCHES


