
	 	 SPECIFICATIONS
	 TYPE	 900	SERIES	ADA	COMPLIANCE	PUSH	BAR
	 MATERIAL	 HEAVY	DUTY	STEEL	PRESSED
	 CERTIFICATION	 c-UL	AND	UL	LISTED	FOR	SAFETY
	 FINISH	 ALUMINUM	(C28)	
	 DOOR THICKNESS	 MAXIMUM	OF	2”	(51MM)	THICK
	 DOGGING FUNCTION	 YES
	 TRIMS	 ENTRY	FUNCTION	WITH	RIM	CYLINDER	
	 	 RIM	CYLINDER	-	DIAMETER	1-1/8”	(29MM)	IS	NOT	INCLUDED
	 	 AND	MUST	ORDERED	SEPARATELY

 ALUMINUM
CASE
QTY.

RIGHT	HAND	REVERSE	OPENING 17-950ALRR 6

LEFT	HAND	REVERSE	OPENING 17-950ALLR 6

EXTERIOR ACCESS BY KEY & THUMB LATCH
KEY UNLOCKS THUMB LATCH
- COMPLETE	WITH	38”	(97cm)	STANDARD	CROSS	BAR

SPECIFICATIONS
P R O D U C T EXIT HARDWARE

900 SERIES
PUSH BAR EXIT DEVICE

BUILDER PACK
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CUSTOMER SERVICE  	WEST	1-800-267-4774			|		EAST	1-800-387-7064

5 YEAR MECHANICAL WARRANTY

MEETS ADA
STANDARDS


