
TAYMOR INDUSTRIES LTD.

CURVED STRIKE PREP FOR 3900 SERIES
COMMERCIAL AND RESIDENTIAL 
MORTISE LOCK - METAL

RELEASE DATE

TEMPLATE NO.

August 4, 2022

T39MASA01-M

STRIKE PREP DETAILS FOR MORTISE LOCK - METAL

FURNISHED WITH TWO #12-24 x 3/4” 
PHILLIPS FLAT UNDERCUT HEAD 
MACHINE/WOOD SCREWS

SUITABLE REINFORCEMENT IS REQUIRED
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DRILLING FOR DUST BOX:
29 mm (1-1/8”) DEEP

93 mm (3-11/16”)HIGH
25 mm (1”) WIDE



CURVED STRIKE PREP FOR 3900 SERIES
COMMERCIAL AND RESIDENTIAL 
MORTISE LOCK - WOOD

RELEASE DATE

TEMPLATE NO.

August 4, 2022

T39MASA01-W

STRIKE PREP DETAILS FOR MORTISE LOCK - WOOD

SUITABLE REINFORCEMENT IS REQUIRED
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DRILLING FOR DUST BOX:
29 mm (1-1/8”) DEEP

93 mm (3-11/16”)HIGH
25 mm (1”) WIDE

TAYMOR INDUSTRIES LTD.
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PERÇAGE POUR BOÎTE
À POUSSIÈRE

29 mm (1-1/8 po) PROF.
93 mm (3-11/16 po) HAUTE

25 mm (1 po) LARGE

TAYMOR INDUSTRIES LTD.

PRÉP. POUR GÂCHE COURBÉE DE SÉRIE 3900 
SERRURE COMMERCIALE ET RÉSIDENTIELLE 
À MORTAISE – PORTE EN MÉTAL

DATE DE SORTIE

No DE GABARIT

T39MASA01-M

DÉTAILS DE PRÉP. POUR GÂCHE DE SERRURE À MORTAISE – PORTE EN MÉTAL

UN RENFORCEMENT APPROPRIÉ EST NÉCESSAIRE

PRÉP. POUR GÂCHE

COMPREND DEUX VIS À MÉTAUX/À BOIS À TÊTE 
PLATE RÉDUITE PHILLIPS No 12 DE 24 x 3/4 po
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TAYMOR INDUSTRIES LTD.

PRÉP. POUR GÂCHE COURBÉE DE SÉRIE 3900 
SERRURE COMMERCIALE ET RÉSIDENTIELLE 
À MORTAISE – PORTE EN BOIS

DATE DE SORTIE

No DE GABARIT

Août 5, 2022
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