
25 mm (1”) deep cut-out

STRIKE PREP

DOOR PREP DETAILS - WOOD OR COMPOSITE G2 CYLINDRICAL LOCK

OPTIONAL BACKSETS
2-3/8” (60 mm)
2-3/4” (70 mm)

5” (127 mm)

FURNISHED WITH TWO #8-32 x 3/4” 
PHILLIPS FLAT HEAD 
MACHINE/WOOD SCREWS

FURNISHED WITH TWO #12-24 x 3/4” 
PHILLIPS FLAT UNDERCUT HEAD 
MACHINE/WOOD SCREWS

TAYMOR INDUSTRIES LTD.
32-49XX EXCALIBUR LOCKS
32-55XX CITADEL LOCKS
32-79XX DUKE LEVER
32-89XX YORK BALL
SERIES ANSI G2 CYLINDRICAL LOCKS

RELEASE DATE

TEMPLATE NO.

April 22 2014

T32GE01-W

CL OF BEVEL

OPTIONAL THRU 
BOLT NOT 

REQUIRED FOR 
89XX Thru Bolt

Ø8 mm
(5/16”)

67 mm
(2-5/8”)

Ø54 mm
(2-1/8”)

5 mm
(3/16”)

Backset
70 mm
(2-3/4”)

41 mm
(1-5/8”)

Ø25 mm
(1”)

29 mm
(1-1/8”)

57 mm
(2-1/4”)

Ø3 mm
(1/8”)

CL OF BEVEL

CL OF BEVEL

3 mm
(1/8”)

25 mm
(1”) 25 mm

(1”)

CL
OF STRIKE 
AND LOCK

86 mm
(3-3/8”)

105 mm
(4-1/8”)

124 mm
(4-7/8”)

CL


