
SPECIFICATIONS
P R O D U C T 	 	 PREMIER

DEADBOLT
SQUARE DEADBOLT

	 SPECIFICATIONS
›  ADA	THUMBTURN
›  CONCEALED	SCREW	MOUNT	
›  INCLUDES	ANTI-PRY	COLLAR
›  UNIVERSAL	6-IN-1	LATCH
›  HIGH	TENSILE	STEEL	ANTI-SAW	DEADBOLT	WITH	1”	THROW
›  DEADBOLT	FITS	2-1/8”	(54	mm)	OR	1-1/2”	(38	mm)	BORE	HOLE
›  FITS	STANDARD	DOOR	THICKNESS:	1-3/4”	(45	mm)	TO	2-1/8”	(55	mm)
›  HIGH	SECURITY	DEADBOLT	STRIKE

LOCK ASSEMBLY

1-1/8”
(29	mm)

1-3/4”
(45	mm)

1-3/4”	-	2-1/4”
(45	mm	-	57	mm)

9/16”
(14	mm)

Ø2-5/8”
(66	mm)

6-IN-1 LATCH

1-1/16”
(27	mm)

2-1/4”
(57	mm)

1”
(25	mm)

1”
(25	mm)

2-1/4”
(57	mm)

TWIST	ADJUSTABLE
2-3/4”	(70	mm)	OR

2-3/8”	(60	mm)

HIGH SECURITY STRIKE

GRADE

2

LIFETIME MECHANICAL & FINISH WARRANTY

ANSI GRADE 2

20	MINUTE
OPTIONAL

FIRE	RATING

6	PIN	SC4
KEYWAY

KEYED	ALIKE
MEETS ADA
STANDARDS

MEASUREMENTS	SUBJECT	TO	A	3%	VARIANCE
MEASUREMENTS	ARE	FOR	REFERENCE	ONLY.	TAYMOR	RESERVES	THE	RIGHT	TO	CHANGE	THE	PRODUCT	SPECS	WITHOUT	NOTICE.	FOR	PRODUCT	WARRANTY,	PLEASE	VISIT	TAYMOR	WEBSITE	FOR	DETAILS
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Ø2-1/2”
(63	mm)

2-3/8”
(60	mm)

OR
2-3/4”

(70	mm)
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