
A Mechanical Clot Retrieval Method With No 
Need For Thrombolytic Drugs And Aspiration

CAPERE® 

Thrombectomy 
System

► Over the Wire System - Better for Maintaining Access

► Low Profile Delivery Catheter

► Minimal Field of Basket Deployment

► Distal and Proximal Protection During Thrombus Retrieval 

► Dynamic Lengthening Basket

► Expandable Funnel to Allow Maximum Thrombus Retrieval

► No Capital Equipment
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CLINICAL CONSIDERATIONS:

Minimal Blood Loss Large Thrombus Removal 
in a Single Pass

No Thrombolytics On-The-Table Results Short and Efficient Procedure

Easy-to-Use Working End for Flushing & 
Injection of Contrast Media

INDICATION FOR USE:

The CAPERE® Thrombectomy System is indicated for:
- Non-surgical removal of soft emboli and thrombi from 

blood vessels.
- Injection, infusion and/or aspiration of contrast media 

and other fluids into blood vessel.

The CAPERE® Thrombectomy System is intended only 
for use in the peripheral vasculature and is not intended 
for use in the pulmonary arteries.

CAUTION: Federal law (USA) restricts this device to sale by or on the 
order of a physician. Rx only. Prior to use, please see the Instructions for 
Use for more information on Indications, Contraindications, Warnings, 
Precautions, Adverse Events, and Operator Instructions.
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The CAPERE® Thrombectomy System is protected by US Patents No. 9,579116, 9,636,206, 9,744,024, 9,844,386, 
9,999,493, 10,070879, 10,143,482, 10,238,482, 10,376,275 and other pending patent applications. CAPERE® is a 
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Expandable Funnel

Flush Ports

Guidewire Port

Useable Length

Dynamic Basket

CAPERE® Thrombectomy System Specifications

Model Number

Vessel Diameter (mm)

Recommended Sheath 
Inside Diameter (Fr/mm)

Delivery Catheter (Fr/mm)

Guidewire Compatibility
(in/mm)

Basket Diameter (mm)

Basket Length (cm)

Useable Length (cm)

TS1002

7 – 10

9 / 3.0 

7 / 2.3 

0.014 / 0.4

10

11.4 

50

TS1005

7 – 10

9 / 3.0 

7 / 2.3 

0.014 / 0.4

10

11.4 

90


