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Design Features

The E92007 worklamp offers the latest technology and the very brightest white 
light for your application. This LED model offers over 80,000 hours of maintenance 
free life expectancy coupled with extremely low amp draw.  

Models

•  Rugged heatsink housing

•  Polycarbonate lens

•  Steel mounting bracket (permanent mount)

•  High-Voltage and magnet mount options

•  Cigarette plug with on/off switch (magnet version only)

PART NO. VDC MOUNT RAW LUMENS AMPS
E92007 12-24 Permanent 750 0.7

E92007-HV 12-80 Permanent 800 0.9

E92007-MG 12-24 Magnet 750 0.7
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NOTES:
1. ROHS COMPLIANT
2. DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]

DISCLAIMER
DIMENSIONS, ILLUSTRATIONS, SPECIFICATIONS AND CERTIFICATIONS CONTAINED IN THIS
DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT AND ARE SUBJECT TO CHANGE.  ECCO
ENGINEERING DOES NOT MAINTAIN FORMAL DESIGN CONTROL OF THIS PRODUCT.

MOUNTING DISCLAIMER:
MOUNTING MEASUREMENT IS FOR REFERENCE ONLY.
MEASURE BEFORE DRILLING.
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Five 3-Watt LEDs


