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NOTES:
ROHS COMPLIANT1.
DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]2.

SPECIFICATIONS
CERTIFICATIONS:  ; ECE R10; C-Tick; IP67/IP69K; RoHS; UKCA1.

Note: Unique components, accessories, and hardware kits are not 
typically included in the Product Certification Test Protocols. Unless 
otherwise specified, the Product Certifications referred to herein are 
predicated upon the base product model configuration.

RAW LUMENS:  SINGLE:  1740 lumens2.
EFFECTIVE LUMENS:  1600 lumens3.
ILLUMINANCE (@100 FT):  2.4 lux4.
PEAK BEAM INTENSITY:  2265 candela5.
VOLTAGE (NOMINAL):  12-24 VDC6.
VOLTAGE (EXTREME):  10-30 VDC 7.
CURRENT (PEAK):  1.3A (@ 12VDC NOMINAL)8.
POWER (MAXIMUM):  17.0W (@ 12VDC NOMINAL)9.
TEMPERATURE RANGE:  -40 F(-40 C) TO 122 F(50°C)10.
CONNECTION:  2 CONDUCTOR CABLE11.
MOUNTING:  SINGLE BOLT12.
HOUSING MATERIAL:  ALUMINUM13.
LENS MATERIAL:  POLYCARBONATE14.
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Design Features

ECCO’s EW2001H heated LED worklight offers the brightest white light illumination 
wherever you need it. A smooth, flush-mounted lens helps prevent snow and ice 
buildup while the heated lens, which automatically turns on with power, melts 
through snow and ice taking a mere three minutes to ramp up to melting temperature. 
The robust heatsink housing dissipates excess heat, providing optimal power to 
the heated lens at all times. Four LED flood lights put out 1,740 RAW lumens of 
power with a low amp draw of 1.3 amps. The EW2001H worklight features a one-
bolt mounting bracket for easy mounting on locations like a headache rack while 
the black lens provides a sleek look that integrates seamlessly with the vehicle. 
Applications for this heated LED worklight include snowplows, work trucks, tow 
trucks, service body trucks or any other commercial vehicle.

Models

•  12-24VDC

•  Heated lens melts through snow and ice, automatically turns on

•  Rugged heatsink housing

•  Polycarbonate lens

•  Stainless steel mounting bracket

•  Temperature range: -40ºF to 122ºF, (-40ºC to 50ºC)

PART NO. VDC TYPE RAW LUMENS AMPS
EW2001H 12-24 Flood 1,740 1.3

UK
CA

EW2001H
Heated LED Worklight

IP69K
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