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Design Features

ECCO’s ED3790 UltraFlex™️ Series is a flexible directional warning light that can be mounted 
on flat or curved surfaces up to 120° (ED3794) or 72° (ED3793) with self-adhesive, very 
high bond tape. Its dual-color LEDs provide exceptional output with combinations of amber, 
white, blue and red colors available in 3” and 4” lengths. The lightheads are protected in a 
clear, silicone housing that can flex while resisting yellowing and warping making it ideal for 
any work truck, snowplow, utility vehicle, or any other application. A two-bolt bezel is also 
included for easy installation on flat surfaces. Design and utility patented.

Models
PART NO.                     LED COLOR     AMPS

ED3793XX

ED3790 ULTRAFLEX™ SERIES
Dual-Color Flexible LED Light

0.5 13
(GASKET)

0.4 10

5-22 AWG WIRES
RED - POSITIVE(+) - COLORS 1 & 3
BLACK - NEGATIVE(-)
WHITE - POSITIVE(+) - COLORS 2 & 4
BLUE - PATTERN SELECT TO NEGATIVE(-)
YELLOW - SYNC FUNCTION

TOP VIEW

3.06 78

3.4 86

1.1 28
2X 0.17 4
MOUNTING HOLES

DISCLAIMER 
DIMENSIONS, ILLUSTRATIONS, SPECIFICATIONS, AND CERTIFICATIONS CONTAINED IN THIS
DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT AND ARE SUBJECT TO CHANGE.  
ECCO ENGINEERING DOES NOT MAINTAIN FORMAL DESIGN CONTROL OF THIS PRODUCT.

FRONT VIEW

7.25±0.50 184±13

0.4 11

TOP VIEW - NO BEZEL

0.9 24

2.8 70

FRONT VIEW - NO BEZEL

NOTES:
ROHS COMPLIANT1.
DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]2.

MOUNTING DISCLAIMER
MOUNTING MEASUREMENT IS FOR REFERENCE ONLY. MEASURE BEFORE DRILLING.
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ED3793AW AMB/WHT CLASS B; AMB
ED3793BA BLU/AMB CLASS B; BLU, AMB
ED3793BW BLU/WHT CLASS B; BLU
ED3793RA RED/AMB CLASS B; RED, AMB
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ED3793 w/ Bezel

• 12-24 VDC

• 69 flash patterns including steady burn

• Flexible housing adapts to curved surfaces up to 120°  (product cannot be bent in 
forward position)                                                                               

• Silicone lens with Dow Corning material, prevents yellowing or aging

• VHB tape mounts to flat or curved surfaces

• Optional bezel for flat surfaces and two-end bezels for flat or curved surfaces

• Sync-capable

• Temperature range: -22°F to 122°F (-30°C to 50°C)
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ED3794 w/ Bezel

Design & Utility Patented

ED3793
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DISCLAIMER
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CONTAINED IN THIS DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT
AND ARE SUBJECT TO CHANGE. ECCO ENGINEERING DOES NOT 
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MOUNTING DISCLAIMER
MOUNTING MEASUREMENT IS FOR REFERENCE ONLY.
MEASURE BEFORE DRILLING.

NO BEZEL

FGS. PRODUCT CHART
FGS. NO. COLOR POWER (MAX)(W) CURRENT (A) SAE J845 CA T13 ECE R65

ED3794AW AMB/WHT 9.6 0.8 CLASS 1S;AMB(60 )/WHT(40 ) CLASS B; AMB CLASS 1; AMB
ED3794BA BLU/AMB 9.8 0.8 CLASS 1S;BLU(60 )/AMB(60 ) CLASS B;BLU, AMB CLASS 1; BLU, AMB
ED3794BW BLU/WHT 9.8 0.8 CLASS 1S;BLU(60 )/WHT(40 ) CLASS B; BLU CLASS 1; BLU
ED3794RA RED/AMB 9.6 0.8 CLASS 1S;RED(60 )/AMB(60 ) CLASS B; RED,AMB CLASS 1; RED, AMB
ED3794RB RED/BLU 9.8 0.8 CLASS 1S;RED(60 )/BLU(60 ) CLASS B; RED,BLU CLASS 1; RED, BLU
ED3794RW RED/WHT 8.3 0.6 CLASS 1S; RED(60 )/WHT(40 ) CLASS B; RED CLASS 1; RED
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ED3794 
only,

selective 
coverage

ED3794
only

Replace “X” in part number with desired color: A = amber, B = blue, R = red, W = white                            

ED3794

ED3794XX 0.8
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AW   BA   BW   RA   RB   RW   


