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Design Features

Models

• 12-24 VDC

• 4,452 ft | 1,357 m beam distance

• 360° continuous rotation, 135° tilt range

•  Ten 5-watt LEDs

•  Permanent mount (seperate magnet mount kit available)

•  “Return to Home” setting will automatically return light to original position

• Aluminum heatsink lighthead

•  Polycarbonate housing

PART NO. HOUSING COLOR RAW LUMENS TYPE AMPS
EW3010 7,040 Spot 2.7
EW3011 7,040 Spot 2.7

EW3011-DEL2 7,040
Spot, Delphi
2-Pin Connector

2.7

IP68UK
CA
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Description    Part No.
Replacement Remote   ER3011
Flood Diffuser (EW3010/11)   EZ3010F
Colored Lens (EW3010/11)   EZ3010X*
In-Dash Joystick Controller (EW3010/11)  EZ3018
5 Meter Joystick Cable (EZ3018)  EZ3012
Joystick Cable Extension (EZ3018)  EZ3013
Magnet Mount Kit, Black (EW3010)  EZ3017
Magnet Mount Kit, White (EW3011)  EZ3016

X* indicates color: A=Amber, R=Red, G=Green

Both EZ3018 and EZ3012 are required to use the
In-Dash Joystick Controller

ISOLUX

6.1 156

7.2 182

5.5 139

7.5 190

6.5 166

6.1 155

>200>100-200>20-1000-20
XX.        0.5       0.7           1.0          2.0
XX.X      0.2       0.3           0.5          1.0
XX.XX    0.1       0.2           0.3          0.6

SCALE 1:2

SIZE: DWG.  NO. REV.A
Project: Date Created:

WIRELESS SPTLIGHT,10 LED PERM,BLK,12-24V
101-EW3010

AEL0057 2017-06-22

 MILLIMETERS DECIMALS

CAD GENERATED DRAWING
FROM SOLID MODEL: REV. A 
DO NOT MANUALLY UPDATE.

DRAWN BY

ANGLESINCHES DECIMALS

 0.5.X  .1
.XX  .01
.XXX  .005
.XXXX  .0030  1/64

FRACTIONS

NON DISCLOSURE AGREEMENT THIRD ANGLE PROJECTION

 TOLERANCES ARE IN INCHES, AND MILLIMETERS
TOLERANCES UNLESS OTHERWISE STATED ARE: MARKETING

CHECKED 

APPROVALS DATE

SHEET 1 OF 1

THIS DRAWING AND THE DESIGN IT DISCLOSES ARE THE PRIVATE PROPERTY OF ELECTRONIC CONTROLS CO. AND IS ISSUED IN CONFIDENCE FOR 
ENGINEERING INFORMATION ONLY. THE DRAWING AND / OR DESIGN MAY NOT BE USED, COPIED, REPRODUCED, OR OTHERWISE DISCLOSED IN PART 

OR AS A WHOLE TO OUTSIDERS OR USED FOR ANY OTHER PURPOSE WITHOUT THE PRIOR WRITTEN CONSENT OF ELECTRONIC CONTROLS CO. THE 
DRAWING IS SUBJECT TO RECALL AT ANY TIME. YOUR POSSESSION OF THIS DOCUMENT CONSTITUTES ACCEPTANCE OF THESE TERMS.  © 2017 

ELECTRONIC CONTROLS CO.

REVISION HISTORY

DATE

REVISED PER EL0057 2017-07-28

2017-08-1503

INITIAL RELEASE PER EL0057A

REV.

REVISED PER EL0057

02
DESCRIPTION

2017-08-16

2017-08-16

2017-08-15

ABB

Electronically Controlled Use Latest Copy

United States
1-800-635-5900

Americas@eccogroup.com

United Kingdom
+44 (0)113 237 5340

Europe@eccogroup.com

Australia
+61 (0)3 63322444

AsiaPacific@eccogroup.com

6.3 [160]

5.0 [127]

7.6 [193] 7.6 [193]

6.1 [155]6.1 [155]

lighthead
only

FOCUS360™ SERIES
Ten 5-Watt LEDs

ER3011
Included 
remote

EW3011 EW3010

The EW3010/3011 offers full 360° continuous rotation, a 135-degree tilt range and 
features an optional hardwired in-dash joystick controller. The spotlight also has 
a home setting that automatically returns the light to its original position upon 
powering off the device. ASA resin housing makes the EW3010/3011 corrosion, UV 
and impact resistant and also feature patent pending reflective optics.


